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1 | ntroducti on

1.1 Overview

The design and development program for the FTOne has been jointly conducted by the engineering teams

of Brooks Australia and Panasonic Fire and Security Europe. All hardware and software elements of the

FTOnehave been developed under Panasonicbés quality manac
and other global standards.

FTOne is a microprocessor based intelligent Fire Detection Control and Indicating Equipment (FDCIE) and
provides the full functional control and displays required for the provision of a Fire Detection and Alarm
System (FDAS) Within a building. The FTOne is principally intended for analogue addressable detectors
but also supports conventional detectors. Manual call points, visual Alarm devices, audible alarm devices,
specialised programmable input and output control devices, fire fan/damper control modules and remote
displays.

FTOne is a single loop FDCIE which through its loop expansion options can connect up to four SUB loops
for connecting to addressable units.

Up to 253 addresses can be connected to each FTOne. Figure 1, below presents an overview of the
FTOne system.

4614 E >
) P ,
WIRELESS Y “b e
\ -
4611 e -))) 1203 )
4620 44001 44011 1202 1
COM-LOOP-A f" — J- 24vVDC 44|61 4452 4452 6295/6/7/8
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Figure 1: Connection diagram of FTOne

Note: Some units are not available for the Australian market e.g. Exit emergency light MX140, aspirating
unit AE2010G-P.
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FTOne is designed and assessed to the Australian Standard AS7240.2 and AS7240.4. The Fire Brigade
Panel control is integrated into the FTOne conforms to AS4428.3, If the FTOne enters the fire alarm
condition, touch screen display is automatically re-configured to provide the FBP controls and indicators.

1.2 Def i ni il ons / Explanations
Device or function Description
FTOne Brooks Single loop microprocessor based intelligent FDCIE.
Alarm points Units, which can generate a fire alarm in FTOne, i.e. analogue

detectors (sensors), manual call points, conventional detectors, etc.

Smoke detector

Analogue or conventional photoelectric smoke detector

Sensor

That part of the detector that responses to the product of
combustion or changes in temperature.

Analogue Detector

Contains an A/D-converter. The FTOne picks up the digital values
(0sensor valueso) for each def
odecisionso are then ttekne Ty
detector generation (440x) ca
the alarm algorithms are in the detector instead. Analogue
detectors are addressable, an address setting tool 4414 is used
for the detectords COM |l oop a

An analogue detector has to be plugged in an Analogue Sensor
Base (ASB)

Analogue Sensor Base (ASB)

An analogue detector is plugged in an ASB, which is connected to
the COM loop (see below).

Conventional detector

A detector with only two statuses, i.e. normal or fire alarm. The
detector has a 0Closing conta
Ohm). Normally plugged in a conventional detector base CDB (see
below), which is connected to a conventional zone line input. Some
types are water proof types and connot be plugged in the standard
base, it is connected directly to a zone line. An end-of-line device
has to be connected in the last unit on the conventional zone line.

Conventional Detector Base (CDB)

A convetional detector is plugged in a CDB, connected to a
conventional zone line input.

Addressable

A unit with a built-in address device. Each unit is individually
identified, handled and indicated in the FTOne. The Unit can be an
I/O unit with a zone line input, to which one or more conventional
0alarm pointsd can be connect

Conventional Zone Line Input

Input intended for one or more conventional alarm points. End-of-
line device in the last alarm point on the zone must be fitted.

Output Unit

Addressable unit with programmable control outputs. Connected to
COM loop (see below).

Output / Control Output

Defined or programmable function. Relay output or voltage output
(supervised or non-supervised), in the FTOne or an output unit
connected to the COM loop.

Short Circuit Isolator (ISO)

Addressable unit for automatic disconnection of a COM loop
segment (see below) in case of short circuit on the loop.

COM Loop

Loop = twisted pair cable, to which all the addressable units can be
connected. Starts in the FTOne and returns back to the FTOne.

Cable size and properties must meet the requirements of AS1670.1
Brooks includes recommendations for cables in §3.6.2

Control Unit/ C.U. / FDCIE/FTOne

Control unit = Fire Detection Control and Indicating Equipment
(FDCIE) = FTOne, unit to which the alarm points are connected (via

10
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e.g. the COM loop). Indicates on the front fire alarm, fault
conditions, etc.

Note: The programming softwar
Unito this term for the purpo
with the FTOne Model designation.

Fire Brigade Panel (FBP)

The fire brigade panel is integrated into the FTOne. The touch
screen display of FTOne automatically reconfigures to the FBP
display in the fire alarm condition.

Nuisance Alarms

Unwanted alarms caused by enviromental or other conditions that
simulate products of combustion.

LED

LED (Light Emitting Diode) = Yellow, green or red optical indicator
(o0l ampo) .

External Indicator / RIL

A unit with a red LED connected to a base (ASB / CDB) or a
detector with an output for an ext. LED.

Touch screen/ LCD

LCD (liquid Crystal Display) = touch screen for presentation of fire
alarms, fautme s sages, et c. I n FTOne
X 600 px), RGB.

Door open

Within the FTOne there is a 003-door switch, which is activated
when the outer door is opened to gain access to the touch screen
controls. There is no indication on the touch screen for door open.

Site Specific Data (SSD)

The SSD is unigue data programmed into the FTOne to reflect the
specific control and functional requirements for each installation. All
alarm points, presentation numbers, user definable alarm tests,
programmable outputs, etc. are created in the PC program EBLWin
and also downloaded in FTOne unit(s) with EBLWin.

Software (S/W) / Firmware / System
program

The software (S/W) 1 also called Firmware and System program i
makes the control unit (the microprocessor) work. It is factory
downloaded but another / new version can be downloaded into a
FTOne on site using the PC program EBLWin

EBLWin

PC program used to create and download the SSD in FTOne
unit(s). Also used to download another / new software version. Can
be used during commissioning / maintenace of the FTOne system
(auto address, check loop, acknowledge faults etc.)

EBL Firmware Manager

PC program used to download another / new software version.

Gateway

The Gateway is used to transfer FTOne information as well as
remote control via a PC (browser) and an intranet / internet. The
Gateway is configured via the PC tool EBLWin.

11
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2 Gener al Descri ption

2.1 Thé&T O

FTOne Operation Manual is a document intended to be used by the end user and the fire brigade personnel
as well as service / commissioning engineers.

The operation manual details how to use the FTOne system, this manual is to be used in conjunction with
Planning Instructions which can be found in help tab of EBLWin software.

Due to continual development and improvement, different S/W versions are to be found. This document is
valid for software (firmware) version 3.6.x.

The system software version is the firmware downloaded in the FTOne via PC windows-based software
e.g. eblone V3.6.x. The latest system software is factory downloaded in the FTOne before delivery is
eblone V3.6.x. However, new software may be upgraded to a newer revision on site.

The software version is dependent on the country where the FTOne to be installed that is due to the
variations in the standard in each country. The FTOne software version is factory set to the Australian
protocol and must not be changed.

The PC software is Windows based software EBLWin which must be installed in your PC and must have
the first two digits of the version number identical to the system software (firmware) version number i.e.
version V3.6.x. The EBLWin is used to download Site-Specific Data (SSD) into the FTOne.

Only the first two digits must be identical in the software and the EBLWin version number i.e. 3.6.X (x =
patches for minor modifications)

2.2 Techni cal Addr es s

The technical number, NNN, is used when programming all units connected to the COM loops. Technical
number is also used to identify which unit has generated a fault.

2.3 Presentation Number

Each fire alarm point / input / zone has a presentation number, NNN-NN. The presentation number is
shown in the FTOne display to identify the point / zone activating fire alarm.

2.4 Com Loop Units

Addressable COM Loop units are connected directly to a COM loop.

2.5 Address and Mode

The addressable units must have both the address and mode set. This is accomplished in various ways
depending on the unit. For example, it can be done using the address setting tool 4414E, DIP switches,
jumpers, or via the FTOne display. For more information, please refer to the Technical Description of each
unit, respectively.

2.6 Software (S/ W) Versions

Due to continual development and improvement, different S/W version may be found.

12
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2.7 EBLWi n

The PC program EBLWin is used for programming and commissioning, i.e. to:

1 Auto-generate, i.e. to identify the units connected on the COM loop and create default settings,
which can be edited saved and used as a Site-Specific Data (SSD)

1 Create / download / upload (backup) the Site-Specific Data (SSD)
1 Create and download the Gateway configuration.

EBLWin must have the same version no. as the system software FTOne S/W version, e.g. 3.6.X. (X
indicates only a small correction and is not required to be the same, at the time of release X=6). Old SSD
files can be opened in a newer (higher) version of EBLWin, then edited, saved and thereafter downloaded
to FTOne. If a backup is required, use the same EBLWin version as the FTOne S/W version.

EBLWin Key 5094 is a USB dongle that must be plugged in the PC to log on to the FTOne.

2.8 Applications

The FTOne system is intended for small installations. The intelligent FTOne system offer the system
designer and end user a technically sophisticated range of facilities and functions.

Programming with the PC programs EBLWin and commissioning of the control unit / system is an easy
process.

13
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3 FTOnFel re Detection Control
Equi pment

3.1 Speci fications

Table 1: FTOne specifications

Item Specifications
Mains 230VAcC 195V / 253V AC, 1.1A
Systems Voltage 24Vec @ 1.7A
Current Consumption Quiescent / alarm current is dependent on other equipment fitted in

the FTOne, type and number of optional boards, connected external
equipment, etc.

Main Board (Sleep): 110mA | Main Board (LCD Active): 240mA
Loop and total current are calculated by EBLWin during configuration

Prmin 2.64 Watts

Pa max 7.5 Watts

Pb max 31.25 Watts

Ri 05n

Battery Backup 1 x 12V SLA Batteries 17Ah

2 x 12V Batteries 17AH can be used (if required)
Battery supply, by loss of 230V | 10.2/14.5V
Rimax05Y / batter

Ambient temperature:

Operating -5 t o {indlddr use®©nly)
Storage -30 to +80 C
Ambient Humidity (%oRH) Maximum 90, non condensing
Alitude <2000 m above sea level

Small 630 x 450 x 210 (Hx W x D)
Large 920 x 450 x 210 (Hx W x D)
Cabinet Weight Standard | 21kg

Cabinet Size (mm)

(Starting Config) Large 26kg, (Weights for both are dependant on configuration and excluding batteries)

Enclosure Material & colour 1.5 Zinc anneal steel, powder coated Oyster, ripple finish

Ingress protection rating IP 30

Acceptable pollution degree Degree 1 and 2, None or dry, non-conducting pollution.

Approvals Conforms to AS7240.2-2018, AS7240.4-2018, and AS4428.3-2020

Standard Inputs / Outputs Single COM loop, up to 253 devices, up to four SUB loops can be
connected.

Two programable inputs, li g2

One supervised programmable voltage output, S1 (250mA)

Two change over relays (Tied to the supervised programmable
voltage output, S1)
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Two +24V DC outputs (250mA & 150mA)

One +24V DC output (150mA), used for Gateway
One General Fire alarm Output

One General Fault Output

I/O Matrix Modules Max. 8 x I/O matrix modules can be added to the Loop. Up to 2
modules can be used as zone + 6 Fan/Damper Control Modules (4
fans per module)

3.2 Limitations

The limitations in V3.6 software are controlled by EBLWin, the following table lists the limitations.
Table 2 FTOne Limitations

Item Maximum Number
General fire alarm via programmable input! 100
External fault via programmable input 50
Programmable Inputs 128
Programmable Outputs (control experssions) 200
Techanical Warnings 100
Interlocking Combinations 100

Presentation numbers / alarm points that can be presented in the display(s)

in case of fire alarm 256
Presentation numbers that can be programmed 256
Zones that can be programmed 128
Faults 300
Disabled Zones 256
Disabled Alarm points (zone/address) + Disable COM-loop 200
Disabled Outputs 200
Disabled Interlocking Outputs 100
Sensors activating SERVICE signal 200
Control groups 100
Maximum number of I/O matrix circuits (1206/1211) 8

Maximum number of I/O matrix modules for fan/damper control 6

(1206+1211)

Note: The addresses 254 and 255 in the COM loop are reserved for auto addressing purposes and cannot
be used. If these addresses are used there will be a fault in the "Validity check".

1 Configuring an input for general fire alarm may cause delay in the alarm response in the FTOne
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Item Description Marking / Instructions
1 Protective earth (ground). Make sure to connect the protective
earth conductor when installing the FTOne. @
2 Mains power disconnect. Make sure to disconnect the equipment
from the power before servicing.
3 Battery disconnect. Make sure to disconnect the equipment from " !
power before servicing. &
L |
4 Risk of explosion if batteries are replaced by incorrect type. \
See §19 Battery Maintenance. { ‘///'/,’
~—
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3.4 FTOMDa spl ay

The FTOne standard display is a colour touch screen display, includes 12 status LED indicators as shown
in Figure 2 below.

Display data:
1 Display size: 70
9 Touch Screen type

System Fault »

ASE
ACTIVATED

FIRE PROTECTION Disablement

ACTIVATED -

Alarm devices

Evacuation activated Fault/Disablement

Operation  Testmode Fire brigade tx delay Fire brigade tx
Fault/Disablement *

Figure 2: FTOne Status LEDs.

Note: In case of no fire alarms, faults, disablements or test condition, the touch screen will go into sleep
mode after 2 minutes.

When the front door is opened, the description of the LEDs in the icons display area will be shown as in
Figure 2 FTOne Status LEDs.(non-alarm condition).

When the FTOne enters the fire alarm condition the touch screen display automatically converts to that of
the Fire Brigade Panel (See §3.4.3).

The touch screen is also used for system commissioning, routine servicing, access the menus, etc, Access
code for different access levels is required. To obtain access to the system a username and password is
required. Up to ten usernames can be used for three different user level types. A password (six digits) for
each username is required to logon to the panel and Gateway.
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\J

Table 3: Explanation of the Integrated Status LEDs

d, Fire Fire alarms. Refer to Table 6, page 21

-:' ASE activated ASE is activated. Refer to Table 6, page 21
Fire protection . ) . .
activated Extinguishing equipment is activated. Refer to Table 6, page 21
Evacuate activated A programmable input type AEvactu

. Steady light: FTOne is powered via the PSU and/or the battery.
o Operation Flashing light: FTOne startup, and if the loop is disconnected at start
up, until the loop is re-connected.

Test mode One or more zones are in "test mode" (see Zone test menu).

Fire brigade tx delay | The Alert Annunciation function is enabled.

Steady light: Output(s) for "ASE" disabled via Output type menu.
Fire brigade tx Flashing light: ASE power supply outputs or supervised outputs of
Fault/Disablement type "Routing equipment” have generated fault(s) or the FTOne has
lost contact with a unit with such an output, for example 4461.

Steady light: Output(s) type "Alarm device" are disabled.

Alarm devices Flashing light: Output(s) type "Alarm device" have generated fault(s).
Fault/Disablement This is also valid when the FTOne has no "contact" with a unit with
such an output, e.g. 4487, 4479.

Disablements Disablement(s) in the system.
Or the system is in service mode.

General fault(s) in the system.
Or test of routing equipment (ASE) in progress, see menu 18.3.1

Fault Perform Monthly Test on page 120.
Or sensitive fault detection mode is on. See menu 18.5.5 Sensitive
Fault Detection Mode on page 131.

System fault FTOne is not running because of S/W fault, CPU fault, or Memory
fault. FTOner est art (fault code | 00 /

18
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34.1 Control s

Table 4: Explanation of the controls in the FTOne in normal conditions.

. Fire Used to access the alarm page.

.os More Used to access the event tabs page.

w | A Up/down keys Used to scroll between items in lists.

w | A Top/bottom keys Used for fast scrolling to the top or the bottom of the lists.

Acknowledge faults /

v M | technical warning / Used to acknowledge faults. Press ™ to acknowledge a fault or

service signal press ¥ to acknowledge all.
O ‘:31) Re-enable Used to re-enable functions. Press & to re-enable a function
in one unit or press ) to re-enable the function in all units
. Used to silence the integral buzzer in the FTOne when it is
q Silence buzzer X
sounding.
) Login Used to log in to the FTOne.
> Log out Used to log out from the FTOne.

There is audible feedback, a click sounds, when you press a control or a key.

3.4.2 Symbol s

Table 5: Explanation of the symbols in the FTOne.

Indicates one or more events g Incorrect value in edit field
[ LR | .
. . One zone Interlocking area
e -

:: [ Zone in range 9
¢

Interlocking point

Detector address Technical address

-
Automatic re-enablement for zones and
@ . Output
alarm point o=
"Automatic re-enablement” is used.
@ Will be automatically re-enabled at
hh:mm
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3.4.3 Fire Brigade Panel

The Fire Brigade Panel display is framed by a red boarder and will only be displayed when a valid fire alarm
condition is generated within the FTOne. FBP is normally used by fire services personnel to respond to a
fire event. The FBP provides a common status indication for the FDAS when in the alarm condition enabling
a common operational sequence for the responding fire services to take control of the FDAS. Fire brigade
personnel only utilise the controls and indicators within the FBP red boarder. The information displayed in
the upper part of the display provides information on how many alarm points / zones are in alarm, a user
definable alarm text (if programmed), the cause of the alarm and the location of the alarm.

Note: the FBP controls are interlocked and must be operated in the correct sequence.

Operation of the FBP

1.Press fASILENCE BUZZERO to stop the panel buzzer
2Press ASILENCE ALARMO to stop sounding the warn
3.Press ARESETO0O atoerlarmal t o reset

If after reset the FTOne clears from the alarm condition, then the system has returned to normal. If,
however, the FTOne re-enters the alarm condition

1.Press ASILENCE BUZZERO to stop the panel buzzer
2Press fASI LENCE sbdunding tewaring devices (©WS).
3.Press ADI SABLEO A single operation of the ADI SA
Disablement of all zones in alarm and/or addressable devices in alarm.
I'lluminate the fADisablementd LED in the nor
The AGener al Di sabl ementsd LED turns ON.
4Press ARESETO to revert to nor mal condition

FIRE BRIGADE PANEL
First alarm: 004-01 Alarmno 1 (of 1

Fire alarm
L1 Zone 004'01 MCP
Panel MCP Ll}
Latest alarm: 004-01 1 Zone(s) in alarm

L3
PS

FIRE /MOKE EVERA ASE
PROTECTION CONTROL ALARMS ACTIVATED

ACTIVATED ACTIVATED

SILENCE
a BUZZER

RESET {. DISABLE]

LS P2 P3 P4

Figure 3: FTOne touch screen display during fire alarm condition.
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Table 6: Fire Brigade Panel in FTOne

No | Label Colour | Indicating / Action
L1 | Fire Red Fire alarms. See chapter "Alarmtypesd P &) e
L2 Fire Protection Red Output(s) for extinguishing (suppression) equipment activated.
Activated (Or a programmable input type "Extinguishing” is activated.)
Output "Fire alarm" for Fire Brigade TX and/or corresponding
L3 ASE Activated Red programmable output(s) of type "FireBrigadeTx") is/are
(Alarm Routing) activated (or a programmable input type "Activated routing
equipment" is activated).
Multiple units / zones have activated fire alarm. Use control
L4 | Several Alarms Red fSeveral Alarms" (P5) to scroll amongst the alarm points (zone-
address)
Smoke Control Ouf[put(s) for smoke control ventilation equipment (AS1668)
L5 . Yellow | activated (fan / damper). Or a programmable input type
Activated " o S .
Ventilation" is activated.
P1 | Silence Buzzer White Used t_o silence the integral buzzer in the FTOne when it is
sounding.
P2 | silence Alarm Red Us'eoll to silence alarm devices e.g. OWS / sounders in the
building when they sound.
Used to reset fire alarms, only after all fire alarms have been
P3 | Reset Green | silenced, see "Fire alarm reset", page 63
Note: P3 must be pressed for > 0.5 sec.
Used to disable active alarm(s), all outputs of the device or
P4 | Disable Yellow | zone in alarm will be disabled and reset after fire alarm devices
have been silenced.
Used when LED "Several Alarms" (L4) is lit, scroll through the
Light queued alarm _points or zone-addresses. For more details,
P5 | Several Alarms Blue see chapter "Fire alarm” page 57
Note: To scroll/browse through the queued zones, use the
touch key "Several alarms” (P5).
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3.4.4 Wel come Page

FTOne AWel comed page is shown in |l ogged out mode, when
Date and time are displayed.

2]
Panasonic

Brook Australia FTOne

Addressable System

dd-mm-yyyy hh:mm

i
Figure 4: FTOne Welcome page.

dd-mm-yyyy = (Date) Day-Month-Year
hh:mm = (Time) hour: minute
3.4.5 User Definable System / Installat:i

User definable system / installation information (created and downloaded via EBLWin) can be displayed in
the middle of the touch screen. Two rows are available, in total 38 characters.
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3.4.6 Il nformation Priority Order

When the FTOne/system is in normal operation (quiescent state), which means no alarms, no faults, no
disablements, no service signals, no zones in test mode, no activated interlocking in / outputs, and/or Alert

Annunciation function not enabled, onlythe LED i Op e r ashouldb@liband #fAWel come pageodo i s
However, the fiWel co meiriofityane rmorelingpatant infoematiorosuppresses less
important.

Table 7: Information Priority Order.

Priority Shown in window Event
1 Fire alarm page Fire alarms:
7 Firealarm
1 Heavy smoke/heat alarm
91 Alert Annunciation (AA) alarm
2 Fire alarm page Quiet Alarm
3 Fire alarm page Co-incidence alarm
4 Fire alarm page Delayed alarm
5 Fire alarm page Pre-warning
6 Fire alarm page Test mode alarm
8 Event tab page Evacuate information
9 Event tab page Fault
10 Event tab page Disablement
11 Event tab page Zones in ATest mode
12 Event tab page Interlocking input / output device
13 Event tab page Technical warning
14 Event tab page Service signal activated
15 Event tab page Service mode activated
16 Event tab page Sensitive fault detection
17 Welcome page System information

Note: Priority no. 7 to 16 can be shown on the even tab page at the same time.
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3.5 USB’r ogr a mo mtg

The FTOne is equipped with a USB interface (Type C), used for PC connection. The PC program EBLWin
is used to create the Site-Specific Data (SSD) file. EBLWin will also download the SSD onto the FTOne
main board and backup the SSD from the main board. A separate EBL Firmware Manager program also
can be installed, to download a new firmware (system program) version to the main board.

USB port is located Here: (Dotted lines are representing at the other side of the main board)

N

N4
USB port
(USB 3.11ype C)

Dashed lines are on the reverse
side of the Board

FTOne Main Board (2010)
(Back View)

J5:
Boot

J

a3
Buzzer enabled ———»
(must be jumpered)

Ji:
Door Switch

E-+

!

JL:
24v
(from power supply)

T

TB1:
CONL: 24VDC & Com Loop
Interconnection termination
(to Field Termination Medule) to Front Display Medule)

Figure 5: FTOne Main Board 2010 with interface board SUB1046

3.6 Field Terminati on

The FTOne LCD and Main Control board are mounted to the rear of the door. To avoid the field wiring
termination on a swing door. An adapter board SUB1046 is connected to the Main Control Board. The
adapter board SUB1046 is connected to the field termination board SUB1048 via a ribbon cable. The field
termination board is mounted on the internal equipment plate, this facilitates the termination of the field
wiring into the FTOne.

The FTOne has only one programmable i Vo | t a g e . dauirtcrpaset thie nughther of programmable

relays in the FTOne, another relay with two changeover contacts is added to the termination board to

provide 2 sets of additional changeover relay contacts. This additonalr el ay i s control |l ed
output S1 o .

The adapter board SUB1046 provides additional terminals to support connections of COM loop and
24VDC to 1200 series display modules mounted on the front door. The SUB1048 board provides

1 COM loop terminations,

1 Alarm and Fault Change over Output (Non-programmable)

1 24VDC termination

1 Voltage output S1 (together with two change over contacts)
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The SUB1048 also provides additional terminals as well as for the COM loop and 24VDC at the right side
of the board, these terminals can be utilised for modules mounted on the equipment plate and requiring
COM loop connections or 24VDC.

Refer to drawing no. F842 for the block wiring diagram of the FTOne, termination of field wiring to SUB1048
and panel modules into SUB1046.

@00 1550+
sue104s [

PCB3BD ROwl

Figure 6: SUB1046 FTOne Extension Board

R 0
RL11
7
f

Relay Outputs
1A MAX

NC
NC RL1-2
FAULT ISSUE:
c

susto+e I

PCB382 REV:2
+ Input

Uout2
C150mA)

BRIDGE IF UNUSEDH
]

|

Figure 7: SUB1048 FTOne Termination Board
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3.6.1 Field TerminBaiiomg®ower

Termination Voltage (Vdc) Current (mA) Power (W)
COM loop 24 350 8.4
S1 24 250 6
Voutl 24 250 6!
Vout2 24 150 3.6
J12 24 150 3.6

3.6.2 Field Termination Cabl es

A fire alarm installation is a safety installation, and it is important that the cables used within the installation
comply with AS1670.1. Fire alarm cables should, when possible, be installed away from other cables to
avoid disturbances from these.

The maximum cable length is depending on the cable type and the current consumption.

Brooks recommends the use of fire rated cables with properties:
- Pair capacitance 70nF/km AT 800Hz

- Conductor resistance 24.5 ohm/km

- Attenuation 0.6dB/km AT 800Hz

- COM Loop Wiring: 1.5mm? Twisted pair (BROOKS BAC0898)

If shielded cable is used, the shield shall be connected in each loop device. The shielded cable shall also
be terminated at both ends to the FTOne earth point.

1 Note: The power out of Voutl is shared between the Door and the Termination card inside the cabinet.
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4 FTOnNCeabismet

4.1 Cabinet Overview

The FTOne is housed in a metal cabinet powder coated oyster colour. The cabinet has an inner and outer
door. The outer door is fitted is made of tinted high impact acrylic and allows easy viewing of all indicators
and controls at access level 1. The outer door is fitted with a 003 key lock which permits the inner door to
be opened for access level 2.

At access level 2 the inner door fixing hardware can be accessed. Opening the inner door, access level 3,
provides access to the FTOne hardware for servicing or maintenance.

The Brooks FTOne cabinets are designed to suit Brooks modular display / control modules. The cabinets
are available in the following size:

- Small cabinet 630mm high x 450mm Wide x 210mm deep
- Large cabinet 920mm high x 450mm Wide x 210mm deep

The addressable FTOne panels are fully customisable to site requirements and its racks are modularised
in design as shown in Figure 8 below.

Figure 8: FTOne-NL Cabinet
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The FTOne-NL Cabinet is shown above. Other Options fitted are an OWS (amplified sound system to
AS4428.16 Grade 3), Fan & Damper controls and 1200 series display / control modules

Each FTOne has the following basic configuration:

il
f

1
4.2

Metal cabinet power coated oyster with smoky acrylic door as shown in Figure 8.

Main Board 2010 terminated via SUB1046 Y SUB1048
U One COM loop (0) to which the loop units are connected.
U One programmable supervised voltage output (Sy).

0 Two 24 Vpc outputs (power supply outputs for routing equipment and external
equipment).

U  Two Programmable Inputs (Ip T 12). Supervised when required.
U One General Fire Alarm Output (Normally closed).

U One General Fault Output (Normally closed).

U RS232 interface for a Gateway.

U 24Voc power supply output for a Gateway.

Built in power supply and space for back-up batteries.

Encl osure Components

Each small or large cabinet can be fitted with standard and options face plates, equipment plates, ancillary
racks, etc. The available plates as follows:

1

= =4 =4 A 4

|l

FTOne face plate.

FTOne main equipment plate.

Standard Ancillary 3U Rack for mounting display modules.

Standard 3U Blank Rack to fill up the unused racks.

20x125mm, 50x125mm and 100x150mm Blank Cover (12B1, 12B2 & 12B3).
FTOne MCP + Display Rack.

ASE options, separate supply is required to power the ASE

| Note: Only the large enclosure can accommodate an ASE

Cabinet size selection is dependent on the number of options and equipment required to be added to each
fire detection and alarm system (FDAS) design. All ancillary racks are 3U which can be fitted with every
possible options module. 1U is left opened below both cabinets for easy access and store site
documentation. A 003 key is required to open the outer acrylic door to access the controls on the panel.

28

I



Operational Manual

‘ BRQOKé FTOne Rev 1.1
For Firmware V3.6.x

4.3 FTOne Cabinet | nstall ati on

FTOne LV fixed wiring installation and connections must be carried out by a licenced electrician.

FTOne Cabinet to be installed in accordance with Australian installation requirements as detailed in AS
1670.1

Every Small & Large FTOne is assembled in Sydney and fully tested a t Brookds manufacturi
warehouse complex in Sydney NSW prior to delivery. Upon receipt, the system should be carefully
checked for any damage caused during transit before commencing installation.

Two keyholes located on the top edge of the cabinet will accommodate bolt sizes M6 to M8. The FTOne
has been designed to be wall mounted. The cabinet shall be mounted vertically, more than 900mm above
the floor & not more than 1850mm.

M6 M8 Bolts M6 M8 Bolts

Figure 9: FTOne Small & Large Cabinet Mounting Locations
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5 FTOnNGgpti ons

51.1 Occupant Warning System ( OWS)

The standard Brooks OWS display, and control layout is shown in Figure 10. For more details, refer to the
standalone OWS manual MA380.

The optional Brooks Occupant Warning System (OWS) is an AS4428.16 Grade 3 emergency warning
system designed to provide warning to building occupant to evacuate the building in the event of fire or
emergency. The OWS is an amplified sound system with both amplifier size and speaker options. The
single speaker output circuit from the amplifier can be split into a maximum of 48 individual supervised
speaker circuits through the inclusion of up to 12 optional zone splitter cards (SUB999) within the FTOne
Cabinet. Number of splitter cards SUB999 is dependent on the available space inside the cabinet giving
regard to the other facilities required.

The OWS comprises an amplifier, control / indication front, optional zone splitter cards and speakers and
visual alarm devices distributed throughout the building to provide the audible and visual warning to the
occupant as required by the FDAS design. In addition to the T3, the OWS provides in its standard
configuration both alert and evacuation messages

The OWS has a PA facility via an electronic microphone mounted on the front faceplate. A Dynamic hand-
held microphone option is available on request, depending on cabinet size.

OWS
CONTROL

AUTO

FAULT

mANUAL (]
ALerT () ©
evac (L) ©

PA

(NON-EMERGENCY)

()
PTT ()

Figure 10: Occupant Warning System Display

The Brooks OWS provides high quality audio output utilising high efficiency class D amplifier, sizes
available: 60W, 120W and 225W. The front display controls / indicators and its function are explained in
Table 8: OWS Controls and Indications.

A Separate, 320W power supply, is required to power the OWS amplifier. FTOne PSU cannot be used to
power up the OWS.

Note: fault will be generated if the manual mode is kept active for more than 5 minutes
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Table 8: OWS Controls and Indications

LED Indications & Controls Indicating
Manual LEDT Yellow 'l lumi nat es t oactivatichi cat e @ Mg
Control - Yellow Enables manual activation of Alert, Evac or PA
Alert LED7 Red Indicates that alert tone/message is active
Control - Red Manual trigger of the alert tone/message
Evac LED7 Red Indicates that evacuation tone/message is active
Control - Orange | Manual trigger of the evacuation tone/message
LED T Yellow Indicates that PA is enabled
PA -
Control Enables PA mode
Charcoal
LED 7T Yellow Indicates PA is broadcasting
Press to Talk PPT - - —
Control - White Press and hold to broadcast via the electret or dynamic mic
Fault vellow Ind|ca_tes common fault in OWS i.e. speaker fault, trigger
fault, input fault, etc.
5.2 Addressable COM Loop Display
5.2.1 Il / O Matrix 4582
Note:The |/ O matrix 4582 and its application boanfnds have

modules with built-in /O matrix circuit for zone and fan / damper modules. The /O matrix 4582 still
referenced in EBLWin for programming purposes.

The 1/0O matrix board 4582 is used only in EBLWin to configure fan / damper and zone control functions as
shown in Figure 11 below.

e 3 x
= HEH System
) Zones and alam points Add...
= E Control unit 0 2 d
+ -5 Selective alam presentation Id
[ |(— Input 1
- |(— Input 2
| Voltage Output 1
E% Add loop unit 3
It
= "[@®  Add /0 Matrix Board 4582 » | @ Add Fan/Damper Cantrol...
¥ Clear Loop M  Add Zone Control...
Disconnect...
Reconnect...
Scan loop...
View scanned loop...
Create 55D from scanned loop...
View loop statistics...
Check loop...
Auto address...
Replace detectors ...
Extend loop...
Show sensor values...
Edit as List...
Properties... Ctrl+Enter

Figure 11 Fan / Damper & zone /O matrix in EBLWin

The 1/O Matrix Limitations in FTOne as follow:

1. Maximum 6 Fan / Damper Modules
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5.2.2

Modul e Overview

Di spl ay

The Ancillary 3U rack is designed to be fitted with any combination of generic display modules and OWS
display module, as shown in Figure 12 below.

sy

Figure 12: Ancillary 3U display rack. From left to right (120WS, 1206, 1206 & 1204).

FIRE

OWS m"ns

CONTROL

& FAULT @

manuaL () @
“aerr @B ©
PA - e
st C) e

autO @

LED

FAN CONTROL (&5t

FAULT @ FAULT @ FAULT @
@FLT @

FIRE

=,

pun @ [Run @ [ RUN @
stop @ | sTop @ | STOP @

FAULT @ FAULT @ FAULT @
QFLY @

FAN CONTROL POWER

—
§ POLL|

Possible Modules that can be fitted into the display rack are detailed in Table 9 below.

Table 9: Display Modules list

nt

Module _ : . No. of | Module
No. Description Function Indicators Add. | space
Provide 24V and
1204 | Power Monitor Module 5V power to Poll, 24V OK, 5V OK 1 20mm
1200 modules
Fan manual Fire Mode, Run, Stop,
1206 | 4 Fan Control Module control On, Auto, | Fault Phase Fault, On, 1 100mm
OFF Auto, Off
8 Key /8 LED Control 8 programmable | 8Pr ogr ammab |
1207 and Display Module Switches (input) (Output) 2 50mm
4 Key /8 LED Control 4 programmable |8 Pr ogr ammab
1208 and Display Module Switches (input) (Output) 2 50mm
1209 | 8 LED Display Module | N/A 8 Programmab) . gy
(Output)
6 LED Pump Status 6 Programmab
1210 Display Module N/A (Output) 1 50mm
4 Damper Control Damper control Fire Mode, Fire, Non-Fire,
1211 P Fire, Auto, Non- Fault, Power Fault, Fire, 1 100mm
Module . : .
Fire Fire, Auto, Non-Fire

Note: Maximum number of 1200 series modules is limited only to the maximum loop current (350mA) and
will be calculated by EBLOne.
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5.2.3 1204 Power monitor and | oop

1204 Module is designed to be an interface point between a rack of display modules and the loop in FTOne.
Only one 1204 required for every Ancillary rack and uses a reserved slot (first slot) as shown in Figure 13
below.

Note: Rack capacity is 5 single space modules (50mm), If double space modules e.g. 1206 or 1211 to be
mounted on the ancillary rack, only 2 modules can be mounted.

The 1204 supplies power to the display modules mounted on one ancillary display rack using a ribbon
cable, the power is protected from excessive current via auto-resettable fuses on the 1204 PCB. Requires
20mm space at the beginning of the ancillary rack.

The 1204 has a green polling LED which will flash whenever the module is polled or communicated with
the FTOne as well as LED indicators for the 5V and 24V rail supply to the modules. Should either rail
becomes faulty, this will be reported to the FTOne. The Loop is opto-isolated from the power rail. Each
module uses about 4mA of Loop current in quiescent condition.

POWER

§ POLL

5V
P ok

24v
P ok

Figure 13: 1204 Power Monitor Module

524 Fan |/ Damper Control Modul e
The 1206 is a Display and Control Module to control and indicate the status of four Fans. The 1206 is
programmed in EBLWinasanfil / O Matri x board 45820 for #AFan

1211 is a Display and Control Module to control and indicate the status of four Dampers. 1211 module
utilises the same 1206 PCB with different label and functionality specified in module configuration in the

connedc

1206 /

/| Damper

software. The 1211 is programmed in EBLWinas an fl / O mat r i# xAddoFara/rDdmpet 5 8 2 o

Control éo.

Each 1206 or 1211 requires 100mm space on the ancillary rack. Refer to the limitations of the 1/0O matrix
shown in Table 2 page 15.
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FIRE
T |

LED FIRE DAMPER LED
o] FanconTroL (@) (@5 SRR (@

RS

RUN & | RUN & |RUN @ FRE @ |FIRE @ |FRE @ |FIRE @
STOP @ | sTor @ | sTor @ NON-FIRE® |NON-FIRE® |NON-FIRE® |NON-FIRE®
FAULT @ | FaULT @ | FauLT @ FAULT @ |FAauLT @ [FAuLT @ |FauLT @
oFT @ | oFLT @ | 2FLT @ PWRFLT ® |PWRFLT ® |PWRFLT ® |PWRFLT ®
ol oI o | R e | o B oo o I
NON NON NON ON
oFf Il °FF Il °FF IS FiIRe IRl Fire IESINI Fire G )
@ ( J @ { J

Figure 14: 1206 / 1211 Fan / Damper Control Module.

Each fan /damper control module consists of an I/O matrix circuit and controls / indicators integrated in one
PCB specifically configured to provide fan or damper control and status indications. Each 1206 or 1211
comprises 3 parts. PCB, plastic spacer and decal label. Each module can control and indicate the status
of up to 4 different fans or dampers. Up to 8 x fan / damper control modules can be used to provide 32 fan
or damper interfaces.

Note: The total number of fan / damper modules must be reduced by one for every zone module fitted

A fan reset control is provided to independently restore the fan status to non-alarm condition as required
by AS1670.1.2024, section 7 i.e. reset control inside the FBP of the FTOne will not restore the fans to the
non-fire condition until the reset switch on the display module is pressed.

Both the Fan / Damper control modules include a fan phase fault LED for each fan to indicate a phase
failure in one of the phases supplying power to the fan. The Phase fail fault indicator conforms to the
requirements of AS1670.1.2024 clause 7.15.6. Same LED exists in the damper module to indicate power
loss to the damper. There is also a common fire mode indicator LED to indicate the fan/damper module is
in smoke control fire mode.

A 4461 loop module is required to be located within the mechanical services for each fan/damper and
configuredinthe FTOneusi ng control type AFire Ventilatio

For standard fan configuration e.g. smoke exhaust fans, the standard mode can be used to program 4461.
Only one relay is provided to start / stop the fan whilst for more configurations options e.g. supply air fans,
the enhanced mode is used to provide two separated relays to start and stop the fan.

Controls and indicators of the fan and damper modules are described in Table 10 and

Table 11 respectively.

n o

Note: label of damper control module is different to indicate damper status and controls and configured
separately on the EBLWin.

Table 10: Fan indicators and controls.

LED indicators & Controls Indicating
FIRE MODE | General fire modei Red | llluminates to indicate smoke control fire mode.
RUN Fan running i Red llluminates to indicate fan running.
STOP Fan stopped i Green llluminates when the fan is stopped.
lluminates when the signal to change the fan status is
FAULT Fan faulti Yellow restored, either via manual override switch or by the
FTOne Auto mode but the feedback signal confirming
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the change of state has not been received by 4461 input
connected to the fan pressure switch or CT within 30
second OR.

There is an open circuit in 4461 supervised input where
the feedback from the pressure switch in connected OR

The pressure switch is faulty.

nFLT Phase fault1 Yellow lluminates in case of fan power phase failure.
LEDT Red I ndicates manual cottolsrpriessed.h
ON Manual override control to start up the fan manually
Control X . Lo
irrespective of any alarm condition in the FTOne.
LEDT Green I ndi cat es i Au tcantol, ppmnal bperationn
AUTO Pressed to force thefantobei n A Aut o0 mo
Control may run or stop automatically depending on the alarm
condition in the FTOne.
LEDi Yellow I ndic a't e s f Of corirol, famstopstini 0 n
OFF manual override mode.
Control Manual override control to stop the fan if it is running

irrespective of any alarm condition in FTOne.

Table 11: Damper indicators and controls

LED indicators & Controls Indicating
FIRE MODE | General fire mode i Red | llluminates to indicate smoke control fire mode.
RUN Damper openi Red llluminates to indicate damper is opened.

STOP Damper close i Green llluminates in normal status, i.e. damper closed.
llluminates when the signal to open or close the damper
is restored, either via manual override switch or by the
FTOne in Auto mode but the feedback signal confirming
the change in the damper state has not been received
by 4461 input connected the damper field control (if
used)

FAULT Damper faulti Yellow OR
There is an open circuit in the 4461 supervised input
where the feedback from the field damper control is
connected.

OR
The damper device which provides the damper
condition is faulty.

nFLT Phase faulti Yellow llluminates in case of no power controlling the damper.

LEDi Red Indicates manual overrides t ar t wh eControlis e
FIRE pressed.
Manual override control to open the damper manually
Control . . e
irrespective of any alarm condition in the FTOne.
LEDi Green I nd_| cat es fiAutConirol,poorali t i on
operation.

AUTO Pressed to put the damper

Control damper may open or close automatically depending on
the alarm condition in the FTOne.
NON-EIRE | LEDi Yellow I ndi cat es 0 Of conirol, Jamper doseo n

manually.
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Control

Manual override control to close the damper if it was
opened irrespective of any alarm condition in the
FTOne.
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5.25 Generic Display and Contr ol

Each generic display / control modules comprises 3 parts. PCB, plastic spacer and decal label. The PCB
used in all display modules is only one PCB but fitted with switches and LEDs to suit different applications.
All switches and LEDs are fully programmable in EBLWin as an input (switch) or as an output (LED).

Each display module can be manually addressed with the address setting tool 4414E set to Advanced
Mode (mode 3).

Any of the generic display modules can be mounted on the ancillary display rack. Each rack can be fitted
with 1x1204 monitoring module + 2 x 100mm module or 4 x 50mm module or a combination of both. Each
module is required to be connected to the monitor card 1204 via a ribbon cable to communicate with the
loop and powered with 24V / 5V supply. The ribbon cable is equipped with 10-way socket to plug in the
IDC header in each module.

All LEDs in every module can be configured via DIP switch on each module to provide 3 colours, red, green
and amber. Even within the same module, different colour indicators can be configured.

Notes: 1207 & 1208, require 2 consecutive COM loop addresses per module and will automatically take
on the next address.

There are four possible configurations for the display and control modules as shown in Figure 16 below.
The functionality and requirements of each module is described in section 5.2.6.1 through section 5.2.6.4
below.

ED LED LED LED
' l-l i=ST, [:]TEST @ TEST @TEST

Im e En e — RUN @

e @ o . o e —o @ soro
e () — FAULT @
SEL ) @ — 0
SEL [[i ] @ ® —_
) ® — o0 RUN @
o SEL | ] 0 sTOP @
seL ) ® — 0 FAULT @

- ® G ®
1207 1208 1209 1210

Figure 15: Generic Display and Control Modules.

Mo d u |

5.25.1 Generic 8 Switches / 8 LEDG6s Display [/

1207 is a generic 8 programmable controls and 8 programmable LEDs module, programmed as a normal
type input (control) and a normal type output (LED).

The module requires two COM loop addresses and 1 x 50mm space on the ancillary display rack, the
second address is automatically allocated. Limitation is dependent on max loop current consumption. DIP
switch is provided to change the LED®&s colour
TDS059 for colour setting.

(green,
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Each control input can be configured to be latched (toggle) or non-latched (momentarily) and each LED
output can be interlocked with a control input i.e. follows the control activation or can be activated
independently by an output logical expression.

Address setting tool 4414E is used to address 1207 in Advanced mode (3).
5.25.2 Generic 4 Switches / 8 LEDG6s Display [/

1208 is a Generic 4 switches and 8 LEDs display and control module. The functionality and
programmability of the switch input and LED output are identical to 1207 except the number of switches is
4. 1208 is programmed as a normal type input (switch) and a normal type output (LED).

The module requires two COM loop addresses and one x 50mm space on the ancillary rack. The second
address is automatically allocated. Limitation is dependent on max loop current consumption. DIP switch
is provided to ch,afergeTD$06%e LEDOGs col our

Address setting tool 4414E is used to address 1207 in Advanced mode (3).
5.25.3 Generic 8 LEDOGs Display Module 12009

1209 - Generic 8 LEDs display module, programmed as a normal type output (LED). The module requires
one COM loop address and one x 50mm space on the ancillary rack. DIP switch is provided to change the
LEDO6s colour.

Address setting tool 4414E is used to address 1207 in Advanced mode (3).
5254 Pump status 6 LEDOGs Display Module 1210

12107 6 LEDs Pump Status Monitor, specialised module to monitor the status of pumps or monitor water
tank high / low. Requires one COM loop address and one x 50mm space on the ancillary rack. DIP switch
settings can be used to change the LED display colours. Address setting tool 4414E is used to address
1210 in Advanced mode (3)

Address setting tool 4414E is used to address 1207 in Advanced mode (3).
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5.3

| / O COM Loop

Three 1/0O COM Loop addressable field modules are available, as detailed in Table 12 below.
Table 12: I/0O COM Loop addressable field modules

Fi el

d

Mo du l

Module No. Subassembly No. Description
1200 SUB997 Single supervised input / single relay output.
1202 SUB994 Four Supervised inputs / four relay outputs.
1203 SUB991 8 non-supervised inputs / 8 relay outputs.

Each module can be fitted in Brooks enclosure BAFME or BAFMES however if the enclosure is not
required the reference will be for the subassembly number as show in the Table 12 above.

The following are some of the field modules features:

1

=A =4 =4 4 -4 -4 A

1

Compatible with FTOnes o f t w\&316...

o

Built in short circuit isolator with short circuit LED indicator.

Ful |y

supervised

i nput

( cl ean(1200&n1203).c t )

Flashing green polling LED on each module to indicate valid COM loop communications.
Relay contacts output(s) with on-board LED indicators, contact current rating is 1A.

Plug-in connectors to easily terminate the field wiring (1202 & 1203).
All inputs and outputs are fully programmable via EBLWin configuration tool.
Low supervising voltage for inputs (3.3V), only 1200 & 1202.
All modules conform to AS ISO 7240.18:2018 and AS ISO 7240.17:2015

All units are programmed using the Addressing Tool 4414 or 4414E, the 1203 require 24Voc to be applied
to address the module. All modules are required to be addressed in the fAdvanced Modeo .

5.3.1

12

00

Mo SWiBO 97

The module is a programmable single supervised input / single relay output as shown in Figure 17 below.
Used where a single device needs to be triggered (output) and a return signal is required to report that the
action has been carried out (input), e.g. a sprinkler flow switch.

FDCIE OR

PREVIOUS COM 1

LOOP DEVICE

NEXT COM
LOOF DEVICE

ORFD

Single In

43
s lsa

’—_l'_l

200
ut / Qutput
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CIE
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RELAY
ClLOSED .

s
_~"RELAY_OUT

SNGLE SUPERVISED
NPUT / RELAY QUTPUT
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FAULT
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“loz oo ]
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Figure 16: Single 1/0 1200 connection and SUB997 PCB.

The 1200 module or SUB997 requires only one address on the COM loop. The relay type in this module
is a latching relay which reduces the current consumption supplied by the COM loop. The relay must be
restored to the normal status i.e. reset.

5.3.2 1202 MaosSwWBO 94

1202 or SUB994 comprises four programmable supervised inputs and four programmable relay outputs.
The functions and programming of each input or output is identical to 1200 I/O module. Connection is
similar to 1200 module shown in Figure 17 above, the PCB and connection diagram are shown in Figure
18bel ow. The supervised input requires 10kq end of |I|ine

The relays used in 1202 are also latching relay type i.e. remains in active condition until normal status is
restored). The module doesnét require external 24V sup

The module requires one COM | oop address set by 4414E

@ voour w1202 MxmE

e

g+ ¥

i+ §

1202 e

4 x Supervised Input =+

4 x Relay Out s

FDCIE OR = :‘
PREVIOUS COM L5+

LOOP DEVICE
2
e—
e RED |
(Slsa < :
158 -
S our I——x :
g |SB

| el REZ |

— ®

NEXT COM RED | o
LOOP DEVICE LS]

OR FDCIE

& MPUT
FELAY OUTPUT

Figure 17: 4/4 1202 1/0 SUB994

533 120Moduil®UB991

1203 7 SUB991 I/O unit is designed to provide 8 x programmable non-supervised inputs and 8 x
programmable relay outputs, no end of line resistor required. The relays are non-latching relays which
requires external 24VDC supply. Connection is similar to 1200 shown in Figure 18 above, however inputs
are not supervised. The physical SUB991 board is shown in Figure 19 below. 1203 requires two
consecutive addr ess e sAdvanced Mode ()@ DM | oop set i n
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MEXTCOM _| ’_ JE— FDCIE OR
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OR FDCIE LOOF DEVICE

|
:
|
AEEEE sEed - -

. n:_?l RES | REG RE4 @ RE3 | REZ | RE1  RED woouene: 1203 @
i b 'y 3. | } b '
ZB F8 =z zz ° I A
IN  QuT AR °
J8
- el .
RED ] NI * -

k

[sssssssss
i

N *

RIEIRARN,

RE2 2
P
RE2 ) ma T -
1203 T
8 x Supervised Input
8 x Relay Out
J7A JEA
i —_— S
; RE4 s *y ] ‘
@ - - | IN? | INé | ING | IN4 ING | IN2 | IM INO
ot ] ms T o | C = T
@ — &
2| RES ne T ]
@ - e
INT
2| RE e ]

Figure 18: 8/8 1203 1/0 SUB991.

Note: Refer to technical Datasheet TDS053 for full details on programming and installation.
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6 User Data & Access

6.1 User Dat a

FTOne supports different levels for different users. To log on to an FTOne, a Username and Password are
required. Ten different Usernames with individual passwords can be used.

Vi a EBLWi n ( mdhe userfaBes with mdividlyalpa s swor ds can be defi
dialog box. One of three different levels / types can be selected for each username. A username must be
used to log on to an FTOne and/or Gateway to gain access.

Figure 20 below details the default usernames and passwords when opening the User data configuration
in EBLWin.

User data *
Lsemame Initials Passwaord EE:SI:W EECL;::': Access type
> 10 000000 Information arly v
Building officer BO 111111 ] Building officer w
Service personnel | 5P 232332 ] Service personnel e
O ] Information only w
] ] Information only ~
| ] Information anly w
| ] Information onhy w
O ] Information only ~
O ] Information only ~
O ] Information only ~
Cancel

Figure 19: EBLWin User Data Configuration

Note 1: The default usernames and passwords can be changed in EBLWin. Also, the Fire alarm access
and Gateway access columns must be filled in (Check boxes), depending on how the usernames and
passwords should be used.

Note 2: In a new FTOne. (i.e. before downloading any Site-Specific Data) , only user A
password is required, and you have access to all menus. After download of SSD the downloaded
usernames and passwords will be valid.

6.1.1 User name

Up to ten users, 0 to 9, may be programmed. By default, three users are available.
1 0= Information only
1 1 =Building officer
1 2= Service personnel

ned
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6.1.2 Passwor d

Each wuser has a password for an access | evel
p e r s o,sactierl 6a1 User Level for information on what each access types grants.

Normally the usernames and passwords are downloaded / changed via EBLWin and SSD download. A
logged-on person (username) can also change the password, refer to section §18.4.3 Change Password.

If the valid password(s) are unknown, another EBLWin download must be performed to change the
password(s).

Normally a password consists of 6 digits, this allows the same user to get access to the FTOne as well as
to the Gateway if both are selected.

If a user should have access to the Gateway only, it is possible to choose a stronger password. It consists
of 6 to 10 characters and digits as well as letters and alphanumeric characters.

Notes: The letters are case sensitive.

Brooks recommend a copy of the SSD to be given to the building manager. If the password has changed,
it candt be r,asew&3Damlstbe tdweloaded iatatte FTOnNe.

6.2 Access

After opening the outer acrylic door with 003 key, you get access to the menus, it is necessary to log in
with a username and a password for level 2B, 2C or 3A. See section 6.4.1

6.2.1 How to Log On

1. Press 3 to log in.
2. Select a user in the drop-down list.
3. Type the password for that user. (Six digits. * * * * * *)

Login
(>
1 2 3 : John Doe v
4 5 6 q ? FHEHRKX
7 8 9
Pl
C 0
|
After type a correct password, the mai n menu | i st with the availabl e

Information only, no password is required.

The cross @ will be shown if the password is not correct. Try again.

Note: After three wrong passwords, the log in function will be blocked for one hour for this username.
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6.3 Navigation [/ Gener al Procedur e
1 Scrollin the lists with ¥ and &
1 Tap on the input field, a numpad will pop up to enter data.
1 Use the control [:. to toggle between different functions.
1 Press the control O to re-enable a function on one unit or press 00 to re-enable the function
on all units.
v v
1 Toacknowledge, press or press “¥ to acknowledge all.
1 A successful operation is indicated by a . It will also be shown in the list.
1 A not successful operation is indicated by a X
1 The symbols are greyed out when not active.
1 Toreturn to the main menu press fh .

2

I Toleave the menu system and log out, press log out .

Quick jump can be used within each menu, press the icons in the top left corner L for a quick
jump to previous menu.

You will be automatically logged out 15 minutes after the last action, and after 5 seconds when you press
log out B A new login is then required.
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6.3.1 Navigation in the Event Tab page

The event tab page is only shown when logged out.

If logged in, press log out Eg to access the event tab page.

If logged out, the event tab page will be shown if there are any events in the system.

A tab will be shown on the event tab page if there are any faults, disablements etc. in the system.
To switch between the tabs, press the tab icon.

=A =4 =4 4 4 =4

If the system is in fire alarm state, the fire brigade screen will be automatically displayed.

*

1 To access the menu system when the event tab page is shown, press to log in.

Note: When the even tab page is shown, the screen backlight will go down to 10% after 5 minutes. It will
never turn off.

Disablements
A & ¥V =
Zone: 500 Address: 23 User A
definable text
Disabled 09-07-2024 13:19:15

Zone: 500 Address: 23 User
definable text

Disabled 09-07-2024 13:19:15

Interlocking output area 001-point 35 User v
definable text

Disabled 09-07-2024 13:19:15
1-3 (20

)
g (& i

>
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6.3.2 Navigati onCadmdiAtl iaam

The fire brigade panel as per ASA4428.3:2020 is shown in Figure 7 below

FIRE BRIGADE PANEL
7\ (First alarm: 004-01 Alarm no 1 (of 1))

Fire alarm
Zone 004‘01 MCP
Panel MCP
L FIRE y Latest alarm: 004-01 1Zone(s) in alarmj
A\

FIRE SMOKE ASE
PROTECTION CONTROL ACTIVATED

ACTIVATED ACTIVATED
oy R (O € oo

Figure 20: Alarm State Menu.

If the FTOne enters the fire alarm condition, the touch screen display will automatically reconfigure to the
FBP as shown in 20 above. The fire alarm display has priority over all other displays. A fire alarm condition
at the FTOne may result from a real fire event or it may be because of service/commissioning technicians
carrying out works on the FTOne/system.

When the FBP is displayed because of a fire event, fire brigade personnel have access to the four controls
inside the red boarder to control the response to the fire alarm event. Fire brigade personnel do not use
any controls outside the RED boarder.

When the FBP is displayed because of service/commissioning activities it may be necessary to view other

events in the FTOne/system. To view other status events hidden in the background, the more control
can be used to go to the event tab page. From here faults and disablements can be viewed.

When the more control ® is selected the display a 30 second period is provided to view other status
events, after which the display will automatically revert to the FBP.

The functions and description of each the controls and indicators in the fire brigade screen are shown in
Table 6 page 21.
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6.4 Level

Each user level type has access to specific menus according to Table 13 below.

User

Table 13: FTOne software menu access levels.

Information Only

Building officer

Service personnel

AN

Fault

Technical Warning
Sensor value

Service signal

Event log

Activated interlocking
Control unit information
Current consumption
Communication

AN

Fault

Technical Warning
Sensor value

Service signal

Event log

Activated interlocking
Control unit information
Current consumption
Communication

A\

Fault

Technical Warning
Sensor value

Service signal

Event log

Activated interlocking
Control unit information
Current consumption
Communication

Set clock and date
Display settings

Change password
Change language

Set clock and date
Display settings

Change password
Change language

Zone

Address

Outputs

Output types

Time channels
Interlocking

Alert annunciation
Routing equipment

Zone

Address

Outputs

Output types

Time channels
Interlocking

Alert annunciation
Routing equipment

Monthly test
Zone test

Monthly test
Zone test
Test alarm devices

& | =2

Activate interlocking output

Disconnect

Acknowledge service signal
Clear weekly average

Safe shut down

Activate alarm point
Activate output

Activate interlocking output

Set up wireless system
Calibrate outputs

Service mode for loop
Sensitive fault detection mode
SSD information
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6.4.1 User Eevel

The usernames and type of access permitted are shown in Table 14 below.
Table 14: FTOne AS7240.2 defined Access levels.

User Level User level name / type Required action / Access to
equipment
1 None None (Outer Door View indications and

closed). controls from acrylic door

2A Fire response personnel Open outer door (003 key | Fire alarm response via fire
required). brigade panel, fan control,

OWS controls.
2B Information only As per 2A +log on as Same as 1 + Menu access

ii nf or mat i on| asdetailedin Table 13171
filnformati on

2C Building officer As per 2A + log on as Same as 2A + Menu
ABui |l di ng of| accessas detailedin Table
1B37iABuil di ng ¢

3A Service personnel As per 2A + log on as Same as 2B + Menu
AServi ce per| accessasdetailedin Table
13iAiService peg

3B Trained and authorised As per 2A + Unscrew Reconfigure SSD and
service personnel metal door mounting download
screws + PC + 5094 key
+ EBLWin
4 System Engineer As per 3B + PC + SSD & F/W download +
EBLWin + special reset of alarm counter
password

6.4.1.1  Userlevel 1

The outer door is closed, only to view indicators and controls from the acrylic door as shown in level 1,
Table 14 above.

The access is available for general public, or persons having a general responsibility for safety supervision,

who might be expected to investigate and initially respond to a fire alarm or a fault warning.

6.4.1.2 User level 2A.

When the outer door has been opened using the 003 key, the designated emergency personnel will gain
access to all FTOne indicators and controls, Including FBP, OWS controls, Fan & Damper control modules.

6.4.1.3 User level 2B

When the outer door is opened using the 003 keyandy ou | og on as #fAi nfBpthemati on on
following menus are accessible:

o Status
1 Fault
9 Technical warning
9 Sensor values
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Service signal

Event leg

Activated interlocking
Control unit information
Current consumption
Communication

=4 =4 —a 8 _a_9

6.4.1.4 User level 2C

Whentheouterdoor has been opened using the 003 keG, and you
the following menus are accessible:

“+ Status

Fault

Technical warning
Sensor values

Service signal

Event log

Activated interlocking
Control unit information
Current consumption
Communication

= =4 -4 _a_a_a_4a_-9_-2

L Test
1 Monthly test
1 Zone test

¢ Disable

Zone

Address

Outputs

Output type

Time channel
Interlocking

Alert annunciation
Routing equipment

=4 =488 _a_8_9_-9_-2

& Maintenance
1 Activate interlocking output

6.4.1.5 User level 3A

Whentheouterdoor has been opened using the 003 ke$A)and vyou
the following menus are accessible:

= Status

Fault

Technical warning
Sensor values

Service signal

Event log

Activated interlocking
Control unit information

E R ]
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1 Current consumption
1 Communication

f’ Test
1 Test of alarm devices
1 Monthly test
T Zone test

¢ Disable

Zone

Address

Outputs

Output type

Time channel
Interlocking

Alert annunciation
Routing equipment

=4 =4 -8 _a_-8_9_9_-2

& Maintenance

Activate interlocking output
Disconnect loop/ zone line input
Acknowledge service signal
Clear weekly average

Safe shut down

Activate alarm point

Activate output

E R ]

X Installation

Setup wireless system
Calibrate outputs

Service mode for loop
Sensitive fault detection mode
SSD information

= =4 —a —a 9

& Settings
1 Change password for the logged in user

6.4.1.6 User level 3B

Remove the outer cover to gain access to the main board and other internal components. Used by service
/ maintenance / commissioning engineers when a PC (i.e. EBLWin) is to be connected to FTOne for backup
(upload), download of Site-Specific Data (SSD) and / or download of software.

EBLWin required an EBLWin key 5094 to be plugged in the PC.

6.4.1.7 User level 4

Remove the outer cover to gain access to the main board and other internal components. Used by
manufacturer or by personnel authorised by the manufacturer for re-initialisation (reset) of the alarm
counter, change software configurations, on-line status checking, etc. An EBLWin key (5094) is required
to be plugged in the PC.
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7 Techni cal Addr ess [/ Presenit

7.1 Techni cal Addr es s

The technical address ANNNO is used when programming
addressing tool 4414 / 4414E is used to write the address in a loop unit.

Technical address is also used to identify which unit has generated a fault.
T The addresses dondét have to be in sequence.
T The connections on the COM |l oop donét have to be i1
1 The technical address can be set to 001-253.
1 With the programming tool 4414E, the units can also be set to 000 (factory setting).

If the auto-addressing function should be used, the units on the loop must have technical address 000. See
the technical Manual for the system.

Note: A brand-new detector is factory set to COM loop (technical) address 000. Connected on the COM
loop, the detector LEDs will start blinking every second, indicating that an address (001 7 253) must be set
before the detector will work.

Totally 253 COM loop (technical) addresses can be used for the FTOne, of which up to 253 addresses can
be used for alarm points.

7.2 Presentation Number

For each fire alarm point / input / zone, a presentation number NNN-NN must be programmed. The
presentation number is shown in the FTOne display and the external display units, to identify the point /
zone activating fire.

It is also used to disable / re-enable fire alarm points / zones and as trigger conditions in the control
expressions to activate programmable outputs.

Together with the presentation number, a user definable 40 characters text message (alarm text) can be
displayed (if programmed).

Table 15: FTOne Presentation Numbers.

NNN NN
001 - 999 00-99
017 99 = The address within the zone. 00 = only
Zone Number the zone number will be display, e.g. used for the
conventional zone line inputs.

Zone numbers 001 i 999 can be used, but not more than 128 different zones can be used in FTOne.
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8 Sil ence Al arm Devi ces

In fire alarm state, the control fSILENCE ALARMOis used to silence the active warning devices. Any

activated outputs programmedast ype @A Al arm devi c e s oactivated).This incledest ur ned OF
OWS, Addressable sounder base 3379 / 4479, Light indicator 4383, Wireless smoke detector 4611, and

all alarm devices or VADs type 448X.

If the control FISILENCE ALARMO i s pr e orsaaal alang avenhgccurs the warning devices will
automatically re-sound.

WARNING: The FTOne has an option to program the OWS or sounders (alarm devices) with type "Alarm

devices for evacuationodo. Any device pSILENCEAMARMA t hi s wa
control or resound for a new fire alarm event. This is a violation of conformity to AS4428.3 and therefore

this option must not be used.

Name
System

EBLWin 3.6.0 ~“

User definable text |

Page 1 Page 2
Fault latching

Flashing LED on MCP

Use Daylight saving time Flashing green polling LED on 4400, 4401,
44001, 44011, 4402, 4408

O Alam devices does not resound for each new Enhanced Disablement
alarm

[] Zone disablement does not disable MCP

Door Closing by Time Main Power Loss Fault Delay Time (minutes)
[] Active 10:50 S 30
=
8.1 Si |l eBezzer

Note: Buzzer should always be enabled by having a jumperonJ3o0f t he FTOne,eertonai n boar
Figure 89 for location of header if buzzer is not sounding.

The intergrated buzzer in the FTOne will sound for:

1 Firealarm (0.4/0.4 sec.)

1 Co-incidence alarm (2-zone or 2-unit dependent fire alarm): When only one zone or one zone /
address (alarm point) is in alarm status (0.8 / 5 sec.)

1 Pre-warning (0.8 /5 sec.)
1 Quietalarm (0.8/5 sec.)
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1 Fault (continuous)
1 Activated interlocking input (0.8 / 0.8 sec.), if this option is selected via EBLWin.
1 Activated technical warning (0.5 / 10 sec.), if this option is selected via EBLWin.

Press ASil eontroh:q o silenzeghe Buzzer. In case of a new alarm (pre-warning, co-incidence
alarm, and so on), the buzzer will automatically sound again.

8.2 Di sadbbiReEnabl e Al arm Devi ces

Outputs programmed for alarm devices can be collectively disabled. This is performed via Disable Output
types menu -9

The disablement is indicated by LED AiDi sabl emen dAAdmd nLEIRViIi ceso, which &
ON.

In case of a fire, the warning devices will remain disabled, which means the alarm devices will not sound
until they are re-enabled again. Refer to section 18.3.3 Test of Alarm Devices page 124

Qutputs of type fAAlarm devicesOdO cannot be individual
>0 outputs of type "Alarm device" can be activated for an alarm device test.

8.3 Di sabiReEnabl e Out put

Al'l control outputs ( exc e)canbeindivigualy disabled via OytpptemefivAl ar m dev

1 Loop unit xxx output x
1 Control unit Sx

This is indicated by LED Disablement

They will remain disabled until they are re-enabled again.
See also section 18.2.4 fDisable / Re-enable Output Typeo
See also section 18.6.6 fActivate Outputd

An output can be activated for an output test, even if it is disabled.

8.4 Di sabiReEnabl e Contr ol OQut put s

All control outputs programmed as type:
1 Control (general)
1 Ventilation (Fan / Damper)
1 Extinguishing
1 Interlocking
€ can via d .ﬁ->..¢; > .< ba edtiegtively disabled for the control unit. This is indicated by
LED AiDi sabl ement 0.
They will remain disabled until they are re-enabled again.

See also section 18.6.7 fActivate Interlockingd

See also section 18.6.7 Activate Output

54



Operational Manual
FTOne Rev 1.1
For Firmware V3.6.x

9 Evacuat e

Whilst the FTOne has an option to program an alarm device a SE viia ¢ u
in the Australian convention this option must not be used as these devices

are not control |l edob atmei®Breis d \diatioreah
AS4428.3.

ateo

C
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10 Al ar m

In case of a fire, analogue detectors (sensors), conventional smoke and/or heat detectors, manual call
points and programmable inputs can activate fire alarm.

10.1 Al arm Types

There are a number of alarm types

1) Alert Annunciation alarm, i.e. the activation of the ASE (fire brigade tx) is delayed during an
acknowledgement time and an investigation time respectively.

2) Analogue detectors initiated: Pre-warning, Heavy smoke alarm and Heavy heat alarm

3) ACo-incidence alarminitatedbyafif Two unit dependent 0o addressabl e al
smoke deteczoms)daemandent 6 zones, can activate

4) Quiet alarm - used to activate outputs, based on smoke detected by a smoke detector, without
activating a real fire alarm in the system. This alarm type is used in AS1668 fan control and other
applications that require a non-latching / non-brigade call alarm.

10.1.1 Pr-&ar ni ng

Activation of Pre-warning is an option that must be enabled (via EBLWin) for the FTOne.

Note: Pre-warnings activated in the FTOne will always be presented in the control unit and all
programmable outputs in the system (with trigger condition pre-warning) will be activated (if not disabled).

An analogue detector will generate a pre-warning for a lower alarm threshold level than the fire alarm level.
Pre-warning can be used when an early warning and/or early action is required, such as a 'soft' computer
shutdown. Normal alarm devices (output type 'Alarm devices'), routing equipment, and so on, will not be
activated

Any programmable input can also be used to activate a pre-warning alarm e.g. aspirating system. Refer to
the (EBLOnNe) planning instructions in EBLWin.

When a pre-warning alarm is activated, see Figure 22 below, the following happens:
1 Theintegrated buzzer in the FTOne sounds 0.8 sec. every five sec. (0.8 /5 sec.).
Outputs programmed for pre-warning are activated.

1
1 Onthe touch screen, a presentation number (zone/address) is shown (for the first pre-warning).
1 On the touch screen, a user definable text message (the alarm text for fire alarm) is shown (if

programmed).
= N
First Alarm:003-04 Alarm number 1 (3)
Pre-warning
Zone Address
003'04 Smoke
User definable alarm text for 003-04
\Latest Alarm:003-45 3 zones inalarm i
Figure 21: Pre-warning Alarm Display (pre-warning zone 003, address 04).
ASMOKEO after the presentation number is automaticall

(SMOKE, HEAT, MULTI or MCP).
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If more than one pre-warning is activated, the arrows on the control fSseveral Al ar ms o6 wi |l I turn red
pre-warnings will be automatically scrolled (every five seconds).

Pre-warnings are automatically reset, see Chapter 11 fAlarm Resetd Page 63

10.1.2 Fire Al arm

When a fire alarm is activated, the following happens

1 The touch screen displays the fire brigade panel page.

1 The integrated buzzer in the FTOne sounds for 0.4 seconds each 0.4" second (0.4 / 04 sec.)

1 LED " on the FBP is blinking (0.4 / 0.4 sec.).

1T LEDs fASeveral Alarmso blinking (0.4 / 0.4 sec.)

1 Output for ASE (Fire brigade tx) is activated.

1 Outputs for fire alarm are activated. Outputs programmed for General fire alarm and outputs
programmed for the activated fire alarm(s).

1 Onthe touch screen FBP, a presentation number (zone/address) is shown (for the first fire alarm).

1 Onthe touch screen FBP, a user definable text message (alarm text) is shown (if programmed).

1 Onthe touch screen FBP, is also some additional information presented.

(First Alarm:002-03 Alarm number 1 (1) )
Fire alarm

Zone Address

002'03 Smoke

User definable alarm text for 002-03
\Latest Alarm:002-03 1 zone in alarm

Figure 22: One Alarm Point Activating Fire Alarm (fire alarm zone 002, address 03).

(First Alarm:002-03 Alarm number 1 (8)\
Fire alarm

Zone Address

002'03 Smoke

User definable alarm text for 002-03
\Latest Alarm:003-11 4 zones in alarm

Figure 23: More than One Alarm Point Activating Fire Alarm.
10.1.2.1  Alarm Source
An alarm point can activate a fire alarm based on detection of smoke, heat or multi. A Manual call point

can be used to manually activate a fire alarm.

After the presentation number is automatically added SMOKE, HEAT, MULTI or MCP depending on type
of alarm source.

The alarm source "Smoke", ifHeat o, AMul ti o, or AMCPO wi
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Alarm sources can be used to trigger control expressions,

10.1.2.2 Additional Information

First alarm, Latest alarm, Alarm number and number of zones in alarm.

User definable alarm text for each alarm point and zone line input can an individual alarm text be shown (if
programmed). Up to 40 characters can be used.

When t he ar rSeveral Alamso LED ternsfied, it indicates that more than one fire alarm is
activated. To scroll through the alarm points, press the control iSeveral Al ar ms 0 .

Reset of the fire alarms, see section 11 MAlarm Resetd p &3 e

10.1.3 Test Mode Al ar m

Note: Testing must follow the Australian Standard AS1851.

Regarding Test mode, see section 18.3.1 fPerform Monthly Testopage 120 and section 18.3.2 fPerform
Zone Testd p &28.e

When an alarm point in a zone set in test mode is tested, it is shown on the touch screen as a fire alarm
butwila d d fmlbedsetthe ibfarmation.

The test mode is indicated by LED ifiTest modeo.

No outputs will be activated except the fire door outputs. The test mode alarm will be automatically reset
after approximately 10 seconds.

1014 Heavy Smoke Al arm / Heavy Heat

An analogue detector can activate a heavy smoke / heat alarm for a higher alarm level than the normal fire
alarm level, i.e. a normal fire alarm is already activated by a detector activating a heavy smoke / heat alarm.

Heavy smoke / heat alarm is to confirm heavy or increasing smoke / heat and can be used for special
actions.

The following occurs in case of a heavy smoke / heat alarm:

1 Outputs programmed for heavy smoke / heat alarm are activated.

Al @

T Each heavy smoke / heat alarm is preseqart edHevavyh a 0

heat o wi l |l be added to the nor mal fire alarm

' A\
First Alarm: 003-04 Alarm number 1 (3)

Heavy smoke
Zone Address

003'04 Smoke

User definable alarm text for 003-04
\Latest Alarm: 002-45 3 zonesin alarm J

Figure 24: Heavy Smoke / Heat Alarm Display.

Heavy smoke / heat alarm will be reset when the fire alarm respectively is reset.
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1015 Al ert Annunciation Alarm (AA Al arn

When the AA function is enabled, indicated by the LED AFire brigade tx delayo, the
and so on are the same as for a normal fire alarm (see above) except for the FTOne output routing
equipment (fire brigade tx), which will not be activated directly.

There will ailAdcerkte amomfutnitthlagédtonadnnunci ati on acknowl edge
normal fire alarm information. The AA alarm must be acknowledged within a preset acknowledge time and

reset with a preset investigation time, otherwise the output(s) for routing equipment (fire brigade tx) will be

activated.

fFirst Alarm: 003-04 Alarm number 1 (3)\
Alert annunciation

Zone Address

003'04 Smoke

User definable alarm text for 003-04
\Latest Alarm: 003-45 3 zonesin alarm F

Figure 25: Alert Annunciation Display.

Note: Thecontroli Ac k nowl edgeo is only visible if an AA] alarm i

1016 COl nci dence-Adldare®o®(nZz Dependence)

The co-incidence alarm function is programmed via EBLWin for specific alarm points / zones. When only
one zone or one zone / address (alarm point) is in alarm state, the FTOne integrated buzzer will sound (0.8
/ 5 sec.) and there is a con-incidence alarm presentation on the touch screen.

TheCo-l nci dence alarm wil|l be automati cemroly reset after E
- ~
First Alarm: 003-04 Alarm number 1 (3)

CO-incidence alarm
Zone Address

003'04 Smoke

User definable alarm text for 003-04
\Latest Alarm: 003-45 3 zones in alarm )

Figure 26: Co-Incidence Alarm Display (zone 003, address 04).

If more than one co-incidence alarm not dependent on each other are activated, the arrows on the control
fSeveral Alarmso  wi | | t ur n -incidence adammd wilt be eautomatically scrolled (every five
seconds).

If two or more zones or alarm points (zone / addresses) dependent on each other are in alarm state at the
same time, normal fire alarm (see above) will be activated in the system. The co-incidence alarm function
can be turned on / off via a time channel.
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10.1.7 Del ayed Al arm

Delayed Alarm is an option that can be enabled via EBLWin for a specific alarm point. Two applications for
delayed alarm are shown below.

10.1.7.1  Standard Alarm Delay Applications

In some premises, delayed fire alarm activation from analogue smoke detectors can be used to avoid
nuisance alarms. The delay time will be added at the end of the alarm algorithm when a fire alarm normally
would have been activated in the FTOne. This function is not allowed due to the fire brigade requirements.

Note: The delayed alarm function for a conventional Zone Line Input e.g. 4461 Input O (Z) is different. The
AfDel aya@adheockbox in the Zone Line | nput properties is cal
function will not be used and will be replaced by the alarm verification function (AVF).

10.1.7.2  Alarm Delay Facility (ADF)

The alarm delay function in the system properties must be set in normal conditions to the default value if
ADF feature is not used.

The Alarm Delay Facility ADF is a defined function specified in AS1670.1:2024 (clause 3.2.3). It is typically
used in residential applications to reduce the impact of consistent nuisance alarms. A smoke detector is
used in conjunction with a sounder, when the detector enters the alarm condition only the associated
sounder sounds providing a local only warning to the occupant. At this point a delay timer has started a
preprogrammed countdown delay period, If the smoke is cleared from the detector before the end of time
delay, the smoke detector will automatically reset, and the system remains in the normal condition. If the
detector is not reset within the delay period, then the FTOne is initiate a full general alarm condition.

In addition to the smoke detector a heat detector is located in the area of the smoke detector. This heat
detector provides a redundancy for the delay period. If during the delay period, the heat detector enters the
alarm state the delay time is overridden and the FTOne will initiate a full general alarm condition

This facility is typically used to control nuisance alarms from smoke detection activation within SOUs in
class 2, 3 and 4 buildings due to cooking or other normal occupant activities. The function can be utilised
to replace the requirement for the wall mounted acknowledgement module (LAAF or AAM).

The ADF feature has been added to 44001 and 4400 in EBLWin software V3.6 or higher. The sounder
base (3379/4479) is activated in case of a smoke detection for adjustable period of 0 - 300 second to
provide local warning.

Application Example:

A typical application for the ADF would be a residential accommodation where nuisance alarms may cause
a fire brigade callout. A sounder base(s) 3379/4479 is used as a local audible warning, inside the
accommodation e.g. apartment, unit, etc. In case of an alarm from a smoke or multi detector inside the
unit, 3379 sounder operates and continues to operate for the time delay configured in the system properties
(0-300 sec). The occupant can fan the smoke detector to clear the sensor.

If the smoke has not been cleared from the smoke sensor by the end of the delay time, the FTOne wiill
generate a general fire alarm condition. If the smoke is cleared from the smoke sensor within the delay
time, the alarm will automatically reset, 3379/4479 will be silenced and the system restores to the normal
condition.

I n application where mul ti dAbart detay amheat ic e @& dro x4 muGlt) ,b e
selected in detectors properties, so that the control panel will override the time delay and generate general
fire alarm upon heat activation.

Several control expressions are available to cover any possible configuration:
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1 DelayedAlarmZoneAddress (Zone, Address), true when a specific zone / address is in delayed
alarm state.

1 DelayedAlarmZone (Zone), true when a specific zone or any detector in a specific zone is in
delayed alarm state.

1 GeneralDelayedAlarm, true when any zone or zone/address is in delayed alarm state.

Note: Detail procedures of EBLWin configuration for ADF feature can be found in Analogue Multi Detector
with isolator 4400l Technical Datasheet (TDS074).

(First Alarm: 003-04 Alarm number 1 (3)\
Delayed alarm

Zone Address

003'04 Smoke

User definable alarm text for 003-04
\Latest Alarm: 003-45 3 zones in alarm )

Figure 27: Delayed Alarm Display.

10.1.8 Qui et Al arm

Quiet alarm is an alarm type that can be programmed via EBLWin for analogue smoke detectors. The
quiet alarm is self-resetting alarm (non-latching), it is only displayed on the touch screen and cannot
generate general alarm functions.

The quiet alarm feature is used in AS1668 supply air fan / stair pressurization fan control applications.

The EBLWin is used to configure the type of alarm in the smoke detector properties. Quiet alarm controls

AS1668 fan e.g. supply air fan applications. When a detector is selectedtobet y p e i Qu,theductal ar mo
detector will be non-latching and resets automatically after the post timing?is completed, post time can be

configured in EBLWin using a specific time signal period. In this application, the I/O module 4461 must be
selected as A4461 for fano.

Quiet alarm Indications and actions:
1 Detector LEDs are turned on (also a connected RIL if used).
I LEDs "Fire"is blinking (0.4 / 0.4 sec.).
1  The buzzer sounds (0.8 /5 sec.),
1 A Quiet alarm presentation (incl. a title "Quiet alarm™) in the display.

Programmable outputs for quiet alarm are required e.g. 4461 outputs controlling fan operation i.e. any
output with a control expression containing the trigger conditions "Quiet Alarm Zone" or "Quiet Alarm Zone
Address" will display as shown below:

1 When the smoke clears up from the smoke chamber, the detector resets after predetermined time (normally 60 sec.)
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(First Alarm: 003-04 Alarm number 1 (3)\
Quiet alarm

Zone Address

003'04 Smoke

User definable alarm text for 003-04
\Latest Alarm: 003-45 3 zones in alarm )

Figure 28: Quiet Alarm Display.

Quiet Alarms are automatically reset, non-brigade call alarm and do not activate general alarm output, see
fQuiet Alarm Resetd p 64g e
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11 Al arm Reset

111 Pr-&arning Reset

Pre-warnings are non-latching alarms i.e. automatically reset when the alarm point / zone is no longer
above pre-warning level. Outputs activated by pre-warning will be de- activated.

11.2 Fire Al arm Reset

All activated fire alarms (alarm points / zones) can
clause 3.3.3.

When all fire alarms are reset, LED 6 A Fi r extinguisted. All outputs (for fire alarm) are reset,
i.e. deactivated.

Note: The detectors having activated fire alarm should, after reset, be inspected, tested and replaced when
required.

11.3 Test Mode Al ar m

Test mode alarm is automatically reset after approximately 10 seconds.

114 Heavy Smoke / Heat Al arm Reset

If a heavy smoke / heat alarm has been activated, it will be reset at the same time as the corresponding
fire alarm is reset. Also, the output(s) will be reset, i.e. de-activated.

115 Al er t Annl®hairant Rems et

Regarding the function, see section 11.5 Alert Annunciation Alarm Reset and the planning instructions in
EBLWi n fiHel po.
Reset of the AA alarm(s) can be done via the alarm page.

Note: Reset via an AA unit is possible only during the investigation time and of AA alarm(s) only (not normal
fire alarms). If more than one AA alarm is activated, they will be reset all at a time.

116 Col nci dencPBRedbkbtarm

ACol ncidence alarm can be meontolarlaltoynaticaky sesct aftens niinbtest he A Re s e
(i.e. if the alarm point / zone is no longer in alarm state).

See also chapter 10.1.6 CO-Incidence Alarm (2-Address / -Zone Dependence)

11.7 Del ayed RAEIsantm

The Delayed alarm will be automatically reset if the alarm point during the delay time countdown no longer
is in alarm state or when a normal fire alarm is activated (when the delay time has run out).
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11.8 Qui et Al arm Reset

Quiet alarms are non-latching, i.e. they will be automatically reset when the alarm point / zone is no longer
above alarm level. Outputs activated by quiet alarm will be de-activated. (In some cases, after a
programmable delay time.)
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12 Faul t

All faults are delayed in order not to generate any unnecessarily faults, for example. For COM loop and
zone interface inputs faults, the delay time is approximately 45 seconds. Some units may also have an
internal delay time, which makes the delay time even longer, for example the Multipurpose 1/O unit 4461
has an internal delay time of 30 seconds, which results in 45 + 30 = 75 seconds delay time in total.

In case of fault condition, the following will happen in FTOne:

1 The buzzer in the FTOne will sound continuously (steady).
1  The fault condition output for routing equipment (Fault tx) will be activated.

1 Programmable output(s) for general fault will be activated and output(s) for general charge fault might
be activated.

Faulto wil!/ be turned on.

=13

1 LED

1 LEDs AAl arm @ashing, .~ SficSystem f ¢ilFtiad earbd/iggrade t x Faul t/ D
might be turned on as well.

The following will be shown on the touch screen:

1 A fault message including date, time and status will be shown on the touch screen. If it is an alarm
point or zone, the User definable alarm text will also be shown. If there is no zone/address, the logical
name programmed in EBLWi n of the 6objectd will be sh

1 On the touch screen, up to three fault messages can be shown simultaneously. On the touch screen,
down to the left, the number of faults is shown.

1 If a fault has been corrected (serviced) before it has been acknowledged, the status information is
AServicedo.

1 Fire alarm presentation has higher priority than the fault messages, however during fire alarm
presentation the faults can be shown via the menu system

Faults must be acknowledged, which is done via Fault menu > @A
This menu is a list of all faults in the system:

1 Not corrected / serviced and not acknowledged fault.

1 Not corrected / serviced but acknowledged fault.

1 Corrected / serviced but not acknowledged fault.

If a fault cannot be corrected, it is important to contact service provider immediately.

The faults are normally latched butc an vi a EBLWi n be set to be finot | atch
disappear from the list when serviced but not acknowledged.

The fault list shown on the event tab page, displays all faults, even acknowledged faults.
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121 Fault messages

Below follows a list of all fault messages:

FAULT: Downloading failed
Restartingé.

A fault in the downloaded Site-Specific Data (SSD). After the restart a new fault will be generated:
FAULT: Site Specific Data (SSD)
A new SSD download will probably solve the problem.

FAULT: 24V for external equipment (auto resettable)

The auto-resettable fuse PTC7 (max 250mA) has been activated. Check for overload or damage on the
external equipment. To reset the PTC, disconnect the external equipment and wait 5 min to let the PTC
cool down before re-connecting the external equipment.

FAULT: 24V for routing equipment (auto resettable)

The auto-resettable fuse PTC6 (max 150mA) has been activated. Check for overload or damage on the
ASE. To reset the PTC, disconnect the routing equipment and wait 5 min to let the PTC cool down
before re-connecting the routing equipment.

FAULT: 24V for Gateway (auto resettable)

The auto-resettable fuse PTC5 (max 150mA) has been activated. Check for overload or damage on the
Gateway. To reset the PTC, disconnect the Gateway and wait 5 min to let the PTC cool down before
re-connecting the Gateway.

FAULT: Alarm routing equipment

The fault is to be found in the ASE. The ASE fault output is connected to a programmable supervised
input in the FTOnNe system.

Check the input connections as well.

FAULT: Battery, technical address xxx

The charging function in the external power supply 4466 connected on the COM loop is not function
correctly.

1 Batteries (2 x 12 V) are missing or not connected correctly.
1 The PCB is faulty and must be replaced.

FAULT: Battery zone xx address x, technical address xxx

Valid for the wireless units 4611. The battery voltage is < 2.8V. The batteries must be replaced.

FAULT: Cables mixed [sub-loop x], loop x

The two wires L (SA) and C (SB) for COM-loop no. x (0) have been mixed (alternated). Check / correct
the wire connections.
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FAULT: Charger

The battery Charging function is not functioning. The main board may have to be replaced.

FAULT: Charging external power supply

The fault is to be found in the external power supply equipment, which has a charging fault output
connected to a programmable input.

FAULT: Charging, output unit xxx

The fault is to be found in the external power supply unit 4466.
Charging is stopped due to too high output current.

FAULT: Checksum system program

A fault in the main board software. LED AiSystem faulto is turned
Call for service personnel / engineer immediately.

FAULT: Cut-off tech addr nnn <-> nnn [sub-loop x]

This fault is indicating a cut-off (break) on COM loop x or the COM loop voltage is too low at the end of
the loop. Tech addr nn <-> nn describes between which short circuit isolators the cut-off is located. nn
= Technical address of the unit with short circuit isolator. A & B is the built-in isolator in the FTOne A-
direction and the B-direction respectively.

If the break (cut-off) is a single break on the loop there will be no other fault messages.

If there are several breaks on the loop, the message shows the last isolator before the break in the A-
direction (incl. the following isolator). Theg
unitthat FTOnec annot find and AFAULT: Multiple fault

Note: Each 10" minute a new attempt is made to communicate in one direction only. When all breaks
are repaired (corrected), the communications automatically return to communicate in one direction only.

FAULT: Detector removed zone xxx address xx

A wireless smoke detector 4611 has been removed from its base.

FAULT: Earth fault (minus)
FAULT: Earth fault (plus)

Earth fault is detected in control unit no. xx
+24V to earth is normally 11.5V. 0V to earth is normally 12.5V.
1 Voltage to earth < 3.0 V = Earth fault (minus)
1 Voltage to earth > 21.9 V = Earth fault (plus)
Check all cables, the function of FTOne cannot be guaranteed. Call for service personnel / engineer.

Note: When the earth is located on the COM loop it can be difficult to measure with a multi meter since
SA and SB changes polarity during COM loop communication. However, the FTOne makes
measurements at specific timings when the polarity of SA and SB are known. In case of an earth fault
on the COM loop it will be displayed as follows:

1 Earth fault on the SA line will be displayed as Earth fault (minus)
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9 Earth fault on the SB line will be displayed as Earth fault (plus)

FAULT: Earth fault, technical address xxx

Check all cables (for damage, etc.) connected to the unit.

FAULT: External fuses, control unit xx

The fault is to be found in the external power supply equipment, which has a fuse fault output connected
to a programmable input in the control unit no. xx.

FAULT: External power supply

The fault is to be found in the external power supply equipment, which has a fault output connected to
a programmable input.

FAULT: Extinguishing system

The fault is to be found in the extinguishing system, which has a fault output connected to a
programmable supervised input in the FTOne system. Also check the input connections. There will also
be an additional information text on the touch screen: Extinguishing fault.

FAULT: Factory settings

The factory settings have been "changed”, e.g. due to some external disturbance. The main board must
be replaced.

FAULT: Fan, technical address xxx

The LED AFaulto is |it on FAOne &am nocxx has lveenlactivateddbut |
the corresponding 1/O unit 4461 input has not been activated within the programmed time. Check the
fan and the cables / connections.

Check CT or pressure switch in MSSB and the cables/connections.
The fan phase fault input is activated. Check cables / connections.
Note: This fault is "non-latching” irrespective of all other faults are being "latched".

FAULT: Fuse output x, technical address xxx

Blown fuse 0, 1 or 2 on the 4464 board or in power supply 4466. Replace the fuse.

FAULT: Fuse, supervised output 1 (auto resettable)

The auto-resettable fuse PTC2 (for output 1) (max 250mA) has been activated. Check for overload on
the equipment connected to the output.

To reset the PTC, disconnect the connected equipment and wait 5 min to let the PTC cool down before
re-connecting the equipment.
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FAULT: High current [sub-loop X] loop x

When starting up the control unit or when the COM-loop is reconnected, the loop current in normal
condition is measured and stored.

Main board 2010 and a SUB-loop connected to 4585:

This fault will be generated for a measured current higher than the stored value plus 50mA. (One
example 75mA (stored) + 50mA = 125mA = fault limit.)

Note:This fault is not checked in alarm conditi
loop but very close to short circuit, e.g. due to moisture / corrosion / bad contact. Check connections etc.

FAULT: High current consumption

The FTOne current consumption is > 0.6 A (or > 1.5 A in alarm state) and because of this, the battery
charging is turned off and will be so until the current consumption has decreased to < 0.6 A (< 1.5 A)
again.

FAULT: High resistance [sub-loop x] loop x

The loop resistance measured by the control unit / 4585 board is too high for the current consumptions.
Check cables / connections etc.

The measured value can be seen in Current consumption menu.

FAULT: Interlocking input AAA-PP

An interlocking input is not activated within the time set for fault activation (5 7 255 seconds). The time
is counted from the activation of the output in the interlocking combination, area AAA / point PP.

FAULT: Loop unit, technical address xxx

The Brooks customized 1200 series unit is not functioning i.e. the unit is faulty. The 1200 series module
must be replaced.

FAULT: High resistance, primary battery circuit
FAULT: High resistance, secondary battery circuit

Battery internalr e si st ance > 0.5 q.
The AResistance in battery circuit.d Value sh
1 The battery might be too old.
1 Check/ adjust the power supply voltage (24Voc).
1 Check the charging voltage over the battery respectively (13.5 17 13.8 depending on the actual
charging step).
1 Check the voltage over a disconnected battery (fully charged > 13 V).
The battery should normally be replaced.

Note: the battery check is performed every 15 minutes, i.e. it can take up to 15 minutes until the fault
status will be "corrected".

FAULT: Low battery capacity, technical address xxx

Battery in external power supply 4466 unitno.xx x X x x , i nternal resistan
1  The battery might be too old.

69



Operational Manual
FTOne Rev 1.1
For Firmware V3.6.x

1 Cables, fuses etc. for externally placed batteries might cause a voltage drop.
1 Check/ adjust the power supply voltage (24Voc).
1 Check the charging voltage over the battery respectively (13.5 = 13.8 depending on the actual
charging step).
1 Check the voltage over a disconnected battery (fully charged > 13 V).
The battery should normally be replaced.

Note: the battery check is performed every 15 minutes, i.e. it can take up to 15 minutes until the fault
status will be "corrected".

FAULT: Low voltage

System voltage < 21.0V DC. Check the power supply MeanWell MDR-40-24 output voltage, which
should be 24Vpc. Replace the power supply if required.

Note: A control unit powered by the back-up battery only, will shut down at a battery voltage of 20.6V,
in order not to damage the battery. When this fault is detected, the log is saved to flash memory
automatically, to keep the log intact after a power failure.

FAULT: Low voltage, technical address xxx

System voltage < 21Voc in the external power supply unit 4466.
Check the power supply output voltage, which should be 24Vpc. Replace power supply unit if required.

FAULT: Mains

The fault is activated 1 - 300 minutes after:
Loss of mains, i.e. no 230 Vac
1 Blown mains fuse.

When this fault is detected, the log is saved to flash memory automatically, to keep the log intact after a
power failure.

FAULT: Mains, external power supply

This is valid for external power supply equipment, which has a fault output connected to a programmable
input in the FTOnNe system.

The fault is activated 1 7 300 minutes after the input is activated.
1 Loss of mains, i.e. no 230 Vac to the external power supply equipment.
1 Blown mains fuse.
1 Check the programmable input connections.

FAULT: Mains, technical address xxx

This is valid for the external power supply unit 4466 connected on the COM loop. The fault is activated
after 17 300 minutes after:

I Loss of mains, i.e. no 230 Vac to the 4466 unit.

1 Blown mains fuse.

T Fuse F1 blown on the 4466 unités charger b
The time delay of this fault activation is programmable via EBLWin
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FAULT: Multiple faults, [sub-loop X], loop x

Break (cut-off) / short-circuit in more than one segment on the COM loop.

FAULT: No reply Loop unit Xxx

The unit is one of Brooks COM loop modules, the unit cannot be found by the control unit.
T Check the unitdés COM | oop address (with th
1 Check the downloaded Site-Specific Data (SSD).

1 The unit might be faulty or might be removed from the COM loop.
1 There might be a double break or short-circuit on the COM loop.

FAULT: No reply zone: xxx address: xx, technical address xxx

The unit cannot be found by the control unit.
T Check the wunitbds COMrogrammingtelddld)ess (with th

Check the downloaded Site-Specific Data (SSD).

The unit might be faulty.

The detector might be removed from its base or faulty.

There might be a double break or short-circuit on the COM loop.
1 \Valid for 4611

Battery voltage of 4611 < 2.3V or the Base station 4620 does not receive any detector data.

= =4 —a -

FAULT: Primary battery

9 Battery voltage is below 9.5 V
9 Batteries (2 x 12V) are missing or not connected correctly.
1 PTC8 (max 2.6A) auto resettable.

This check is done every 1 minute the fault is generated within 60 sec. Fuse: PTC8 (max 2.6A) auto
resettable.

FAULT: Read/write site data (SSW)

SSW = the updated data operation, i.e. week average sensor values, access codes, calibration values
and event logs.

1 Ifthe FTOne power is dead (i.e. mains and battery disconnected) without first doing a Safe shut
down of the control unit via Safe shut down menu, this fault might be generated when the CU is
powered again. After fault acknowledge the SSW will get default values and the fault will be
corrected (serviced). Supervised outputs must be re-calibrated via Calibrate outputs menu.

1 Some external influence may cause a fault in the SSW, Call for service personnel/engineer.

FAULT: Restart control unit, code xx, address yyyyyyyyyy

A restart has occurred in the control unit. SSD and S/W download will automatically be followed by a
restart. Also, you can manually do a restart. Regarding the restart codes 00, 03, 13 & 25. Refer to Table
17: FTOne Restart Codes page 93

The following restart codes are due to some external disturbance and are not normal, i.e. call for service
personnel / engineer.

71



Operational Manual
FTOne Rev 1.1
For Firmware V3.6.x

FAULT: Secondary battery

i Battery voltage is below 9.5 V
1 Batteries (2 x 12V or 1 x 12V) are missing or not connected correctly
1 PTC10 (max 2.6A) auto-resettable fuse

This battery condition is checked every 1 minute, the fault is generated within 60 sec. Fuse: PTC10 (max
2.6A) auto resettable.

FAULT: Sensor zone: xxx address: xx, technical address xxx

The analogue smoke, heat or multi detector is faulty. The detectors built-in self-verification function has
reported a fault. The detector must be replaced.

FAULT: Short circ. tech addr nnn <-> nnn, [sub-loop X], loop x

Tech addr nnn <-> nnn describes between which Short Circuit isolators the short-circuit is located.
nnn = Technical address for short circuit isolator. A & B are the built-in isolators in the FTOne.
A-direction and B-direction respectively.

Note: Each 10" minute a check is performed if all short-circuits are corrected (repaired). If so, the
communication automatically returns to communicate in one direction only. The fault must be
acknowledged, and it can last up to 10 minutes after the acknowledgement before the communication
returns to communicate in one direction only.

Note: This fault might be incorrectly shown if the SA T SB cables are missed. If no short circuit can be
found, run fiCheck | oopo from EBLWi n to get <co

FAULT: Site Specific Data (SSD)

The Site-Specific Data (SSD) is not downloaded correctly (a checksum fault, etc.). A new SSD download
(via EBLWin) is required.

FAULT: Supervised input X, technical address xxx

1 Afault on the supervised input x in 4461
1 Afault on the supervised input x on the board 4464. (Mounted in power supply 4466)
Check the cables / connections (cut-off or short-circuit).

FAULT: Supervised output x

I f the output is programmed for sounder < "QAAY B
devicesodo blinking.

I f the output is programmed for fire brigadd?c
AFire brigade tx Fault/ Disablemento blinking.

Supervised(1-50 k q) :
X =1 (S1): Short circuit/break on the connected cable / equipment, cable might have high resistance
Fuse auto-resettable PTC2 (max 250mA)

i Calibration not performed via Calibrate outputs menu.

1 Connected equipment might be removed
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1 Resistor(s) missing or not correctvalue. (1-5 r esi st.ors 33kq)
Note: The calibrated valuemustbe i n t heib5@nke. 1 kq

FAULT: Supervised output x, technical address xxx

This fault message is valid for a COM loop output unit 4464 board output.

If the output is programmed for sounders or OWS (type Alarm devices), it is also indicated by LED
AAl arm deviceso blinking.

If the output is programmed for fire brigade tx (type Routing equipment), it is also indicated by LED
iFire brigade tx Fault/ Disablemento blinking.

1 Short-circuit / break on the connected cable / equipment.
1 Connected equipment might be removed.
1 End-of-line resistor, is missing.

FAULT: Temperature sensor

The sensor is faulty.

FAULT: Wrong type of unit XXxxxx

Check the type of unit, which should be the same as programmed via EBLWin e.g. unit is heat but in
EBLWin programmed as smoke.

FAULT: Wrong type of unit zone: xxx, address: xx, technical address xxx

Check the type of unit, which should be the same as programmed via EBLWin.

FAULT: Zone line input, zone: xxx address: xx technical address xxx

Valid for Multipurpose 1/O unit 4461 supervised zone line input Z. Break on the zone interface or wrong
/ no end-of-line capacitor (10 e F) o kcircit Kifmat grogrammed for fire alarm at short-circuit).

External fault; User programmable text

Programmabl e input is connected to any extern
(< 40 characters) must be programmed via EBLWin.
Note: The prefix AFAULT: 0 will not be automatica
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13 FauAdknowl edge

When a fault is generated in FTOne, the following may occur:

i ThelLED AFault is t_"AnAHaom. dé&¥_ 7 sy satnednt ofraul t 6 mi gt
be turned on as well.

Output for routing equipment (Fault tx) is activated (ASE).

Output for general fault is activated.

Output for general charge fault might be activated.

1 One or more fault message include date and time are shown on the FTOne touch screen.

= —a A

If Fault latching is selected in EBLWin, once the fault is corrected, the "Serviced" message will be shown
onthetouchscreeni . e. the fault is already serviced |/ correctec
selected in EBLWi n, the AServicedo fault will automat:i

ﬁ .@. Fault list G,

FAULT: No reply, technical address 000025 v A
User definable text
03-04-2024 15:22:15 Serviced

A
FAULT: No reply, technical address 000027
User definable text
03-04-2024 09:25:15 Acknowledged
FAULT: No reply, technical address 000028 v v
User definable text
03-04-2024 09:25:15 A 4
1-3(20) .
| &
Figure 29: Fault Messages Shown on the Display.
Fault menu is a list showing a maximum 300 faults. This includes not acknowledged faults and/or

acknowledged but not serviced / correct faults.

1 Al faults must be individually acknowledged, one by one A4 or press < to acknowledge all at
the same time.

1 When afault is corrected before it has been acknowledged, the text "Serviced" is added after the
time stamp, still must be acknowledged to remove from the display.

1 When afaultis corrected / serviced and acknowledged, it will disappear from the list.

When the fault list has been cleared, output for routing equipment (Fault tx) is (are) reset.

1 Whilst there are faults (i.e. not acknowledged faults and/or acknowledged but not corrected

=

faults), the LED fi F aowill ke lit, and general fault (and maybe general charge fault)
output(s) are activated.

1 Faults, corrected faults and acknowledged faults are shown in the Event log -8 .
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14 Commi ssi orriTOgm ean

14.1 Gener al

Note: Ensure to keep the following, in the allocated document space in the cabinet:
1. Hardcopy of the SSD print out report.
2Building |l ayout drawing showing detectofrs and m
3. Operation Manual.
4. Logbook.

No connection, other than the mains power supply should be made, prior to checking the operation of the
FTOne.

Mains power should be turned on and charger voltage levels checked / set to 24VDc. If these levels are
correct, batteries can then be connected. Follow the procedures shown in section 14.2 below.

Basic operation of the FTOne should be confirmed as supplied without any external connections, ensure
no earth fault shown on the touch screen.

Before connecting any field wiring, the battery supply and mains power must be turned off.

Cable resistance readings and field connections must then be checked to ensure they are correct prior to
their connection to the FTOne.

Tip! Measure the resistance of each loop wire (L & C respectively) before turning on the power. Check that
the SA wire that goes out on terminal TB1-A and back on TB1-B and so on.

If the loop has short circuit isolators, only the SB wire can be measured.

14.2 Ini tpoaawerofEPOne

Once the cabinet is mounted and secured in place, the following power up procedures must be followed:
1. Connect the incoming mains power feed to the GPO,
2 Turn AONO the mains power from isolator switch insi
3. Connect the batteries to the battery leads provided.
4. LED APOWERO i ndi coapowessudpyisdkay (PBleEand?odbatiéry). Confirm the
APower o LED is the only illuminating LED on the fr«
5. Once the basic operation of the panel is confirmed, remove the battery connections and
disconnect the mains power via the isolate switch.
6. Terminate the COM loop and any field wiring into the connectors and plug into the termination
board (SUB1048A).
7. Turn ON the mains power and re-connect the battery connector, a restart will now take place see
section 17.3 During Restart
8. The Site-Specific Data (SSD) i created in EBLWin can now be downloaded, see section 15.5
page 88.

Note:A fAiSafe shut downo mEREOneidxrleared & allfadts amdtite systentbecomes
in normal operational mode. This is to avoid re-calibrating the supervised output should the panel is turned
off.
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BROOKS )

15 Software I nstall ation and

151 EBLWi n Software Requirements

To install EBLWin software in your PC, the instructions in this chapter must be followed, the instructions
apply only to 9o86x ware versions O

Required files:
The following files must be copied in your PC:
1. Windows .Net Framework V4.7 or above (if Windows did not install it as part of its updates),
normally it will be available in your PC.
2. USB driver for FTOne V3.06

3. Sentinel LDK_Run-time_setup file named HSPUserSetup.exe, this required for the EBLWin key
5094. If not working, download the latest sentinel LDK Run-time software (free) from

https://cpl.thalesgroup.com/software-monetization/sentinel-drivers
4. EBLWInV3.6.0 file named EBLWin.msi and setup.exe
5. eblone_360.bin.
6. Firmware Manager V1.3.4

Hardware required:
1. EBLWin key 5094
2. USB Type C cable
3. Laptop with Win10 or Win11l

The order of prerequisite software and drivers installed before EBLWin is important and must be followed
as explained in this section 15.2 below.
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152 EBLWi n I nstallation procedure
1521 . NET Fr amewor k

.NET framework may already be installed as part of its system to ensure that, turn on .NET.
Click on windows start and type the keyword AWi ndows F
turned on as shown below:

&

Turn Windows features on or off (7]

To turn a feature on, select itz check box. To turn a feature off, clear itz
check box. A filled box means that enly part of the feature is turned on.

o W | MET Framework 3.5 {includes JNET 2.0 and 3.0) Al
[ (] | Windows Communication Foundation HTTP Activation
Windows Communication Foundation Non-HTTP Activa
ek 4.7 Advanced Services

ASP.MET 4.7
WCF Services
HTTP Activation
Message Cueuing (M5MO) Activation
Mamed Pipe Activation [
TCP Activation {
TCP Port Sharing
[] | Active Directory Lightweight Directory Services

— ~
L4 >

Cancel

Figure 30: .NET Framework check.

EOROE
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1522 HASP Driver Installation (For 50914

I nstall the HASsiRined tDKvRen-time setup&k ey
Win7.Ri ght <click on HASPUser SeAdup .ne xset raantdo rcohoose fARun as

(<] HASPUserSetup.exe Properties X

General Compatibiity Digital Signatures  Details

If this program isn't working correctly on this version of Windows,
try running the compatibility troubleshooter.

Run compatibility troubleshooter I

How do I choose compatibility settings manually?

Compatibility mode
[ Run this program in compatibility mode far:

Windows 7 ~

Settings
[Ireduced color mode
&-hit (256) color

|:|Run in 640 x 430 screen resolution

DOVEde high DFI scaling behavior,
Scaling performed by:

Application

[ Disable fullscreen optimizations

[#1Run this program as an administrator

E;Change settings for all users

0K Cancel Apply

Figure 31: HASP User Setup Dialog box.

Winl0:Ri ght dHASPUderSetup.exe0 and choose properties then go int
asshowninFigure32above arm#&o.click i

Note: If the HASP driver cannot be installed, you may need to download a recent version of
Sentinel_LDK_Run-time software, it is free downloaded from Thales Group website.

1523 USB Driver l nstall ati on

EBLWin communicates with FTOne via USB. Since the control unit is unknown to Windows, drivers must
be installed. The driver is available in Brooks website.

The procedures below describe th@odwinlver 6s installatio
1. Connect a USB cable from your PC to FTOne (Driver software should be saved in a new folder in
your PC).
2. Windows displays two messages fAWe are setting up a
device is set up and ready to goo. I gnore these me:
3. Open the device manager and | ocate ASTM32 BOOTLOATL
below.
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& Device Manager
File Action View Help

e T BHe B

B Monitors

v [ Network adapters
I Bluetooth Device (Personal Area Network)
I Cisco AnyConnect Secure Mobility Client Virtual Miniport Adapter for Windows 164
I? Intel(R) Ethernet Connection (14) 1219-LM
I Intel(R) Wi-Fi 6 AX201 160MHz
& WAN Miniport (IKEv2)
I WAN Miniport (IP)
& WAN Miniport (IPvE)
& WAN Miniport (L2TF)
I? WAN Miniport (Network Monitor)
I WAN Miniport (PPPOE)
I WAN Miniport (PPTP)
@ WAN Miniport (S5TP)

v K. Other gevics
A Print queues
B Processors
|7 Security devices
3 Sensors
B* software components
l Software devices
iy Sound, video and game controllers
Su Storage controllers
K= system devices

w B linnecal Sarial Boe centrallare

Figure 32: FTOne Device in Device Manager

4. Right click on ASTM32 BOOTLOADERO and select

the driver software is saved in

5. Windows will now install the drivers; you should see the following dialog:

your PC and

B Update Drivers - STM Device in DFU Mode

Windows has successfully updated your drivers

Windows has finished installing the drivers for this device:

STM Device in DFU Mode
= d

Figure 33: USB Driver Installation Completed

6. Clicko,Clttheei nstall ation is now

compl eted.
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1524 EBLWi n Software I nstall ati on

1. Unzip EBLWin V3.6.x zip file and double click on the file named EBLWin.msi, the following dialog
display

Woelcome to the EBLWin 3.6.0 Setup Wizard |

The installer will guide you through the steps required to install EBLWin 3.6.0 on your computer,

WARNING: This computer program is pratected by copyright law and intermational treaties
Unauthorized duplication or distribution ofthis program. or any portion of it. may resultin severe civil
or criminal penalties. and will be prosecuted to the maximum extent possitle under the law.

< Back MNext > \ Cancel

Figure 34: EBLWin 3.6.x Setup Wizard Form.

2. Cl iNekto i t he following dialog will be shown:

License Agreement [

Flease take a moment to read the license agreement now. If you accept the terms below, click 'l
Agree”, then "MNext". Otherwise click "Cancel".

End-User License Agreement I

IMPORTANT PLEASE READ THE TERMS AND CONDITIONS OF THIS LICENSE
AGREEMENT CAREFULLY BEFORE CONTINUING WITH THIS PROGRAM
INSTALL: Panasonic Fire & Security Europe AB (‘PFSEU") End-User License
Agreement (“EULA") is a legal agreement between you (either an individual or a single
entity) and PFSEU for the software product(s) identified above which may include
associated software components, media, printed materials, and "online” or electronic
documentation (*“SOFTWARE PRODUCT”). By installing, copying, or otherwise
using the SOFTWARE PRODUCT, you agree to be bound by the terms of this EULA.

Thic lireanea anraemeant renrecante tha antire anreamant roncarminn tha nrnnram

()1 Do Mot Agree O Agree

< Back 1 Mext > Cancel

Figure 35: EBLWin 3.6.x License Agreement Form.

3. Cl i Agkeeofi t Nextd , it he foll owing dialog will be shown
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"3 EBLWin 3.6.0 - X

Select Installation Folder

The installer will install EBLWin 3.6.0 to the following folder

Toinstall inthis folder, click "Next". To install to a different folder. enter it below or click "Browse"

Eolder:
CAProgram Files\Panasonic Fire And Securit AEBL\in 3.6.04 Browse...
Disk Cost...
<Back Net> | Cancel
L 4

Figure 36: EBLWin 3.6.x Installation Folder Form.

4. Browse to the unzipped EBLWin V3.6.xf ol der saved i nNextourt P€ faomldl @ewi
will be shown:

8 EBLWin 3.6.0 = X

Language

Select Language for EBLWin

() English

() Swadish

© English (Australia and New Zealand)

<Back Next> | Cancel

Figure 37: EBLWin 3.6.x Language Form.

5, Select AEnglish (Austral iidNmxdamd MWhwnZe dleamad)nd i & ma t
I nstallationd wiNedtoheappstakdaticbonc&€ompl eted dial oc
ACl osed to exit the installation.

6. Launch EBLWin, the following will show:
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r B
Select default convention

SBF

Vas

British Standard
Brttish Standard Marine Appication
D8I

Fnnesh
Norwegian
Czech

CNBOP
Slovakian
Belgian

nsh

Dutch

Spanish
Potuguese
takan
Hunganan
Ukraine
Australian |
Bulgarian
Emiian
Egyptian

New Zealand
Turkey

Austra
Switzedand

,O'(, N Cancel

.

Figure 38: EBLWin 3.6.x Default convention selection.

7. Sel ect AAustraliaodo for the Australian convention ¢
systems used in NZ).

8. Plug in EBLWin key 5094 into another available USB port

9. Goto Tools > Log on control unit, the COM port number should be displayed.

Note: Firstt i me t o | aunch EBLWi n, ensure t o ystetconwentomfAustr al i
is selected, the Brooks 1200 series modulesw i | | not be shown and canodét|] be prog

1525 I nstallation of EBL Firmware Manac

1. Un z EBL Fiimware ManagerV1340 zip fil e and daméEBleFromwareck on t he
Manager.msio, t he foll owing dialog display:

M EBL Firmware Manager 1.3.4

Welcome to the EBL Firmware Manager 1.3.4 Setup A
Wizard

The installer will guide you through the steps required to install EBL Firmware Manager 1.3.4 on your
computer.

WARNING: This computer program is protected by copyright law and intemational treaties
Unautharized duplication or distribution of this pragram, or any portion of it may resultin severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

Figure 39: EBL Firmware Manager 1.3.4 Setup Form

2. CI i Nektq tiie following dialog displays:
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Language [

Select Language for EBL Firmware Manager

() Swedish

OEngllsh

Figure 40: EBL Firmware Manager 1.3.4 Language Form.

3. Sel &nglisha

t Nextv , i The di alog bel

installed. Click next.

ow

"M EBL Firmware Manager 1.3.4 -

Select Installation Folder

The installer will install EBL Firmware Manager 1.3 4 to the following folder.

To install in this falder. click "Next". To install to a different falder, enter it below or click "Browse".

Ealder:
CProgram Files (x86)\Panasonic Fire And SecuritAEBL Firmware Ma Browse..

Disk Cost

Install EBL Firmware Manager 1.3 4 for yourself. or for anyone who uses this computer

o Ewveryone

(O Justme

shows

Figure 41: EBL Firmware Manager 1.3.4 Installation Folder.

4. T h &€onfiirm installationd0 wi ndow wi |l |l display, cli

as shown below:

where t
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Installation Complete

EBL Firmuware Manager 1.3.4 has been successfully installed.

Click "Close" to exit

Flease use Windows Update to check for any critical updates to the NET Framewaork.

< Back Close 1 Cancel

Figure 42: EBL Firmware Manager 1.3.4 Installation Complete.

5, Cl iQdseoii t o finish installati on.

Note: If EBL Firmware Manager is not installed in your PC, you may not be able to download the firmware
to the FTOne.

1526 Downl 86&8@® &+ TOnG@orft r o)l Uni t

Start the SSD Download from EBLWIin. A t ext message will be shown in the
Downl oadi n gdownlosdhiseamplétdd end the control unit restart, a fault message will be shown
on the event tab page as shown below:

Faults

A

FAULT: Restart code 25. address yyyyyy
Control unit 0
2022-09-07 13:19

|

1-3 (20)

2]

Code 25 Indicates a normal restart after the SSD download.

Acknowledge the restart fault. If the download was not ok another fault will be generated.
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Faults

FAULT: Site specific data (SSD) A
Control unit 0
2022-09-07 13:19

This text message means that the SSD have not been downloaded properly. Then a new download must
be performed.

Note: Each Alarm point, zone and zone line input can have a unique user definable alarm text programmed
via EBLWin. All alarm texts are included in the SSD and downloaded via EBLWin. See also section 10.1.2.2

153 Downl oad Software (S/ W)

The latest software (S/W) version of the FTOne system program is factory downloaded before the delivery.
Due to continual development and improvement, different S/W versions can be found.

The valid S/W version for the main board 2010, can be read in the Control unit information menu
> > @ or via EBLWin. On site, new S/W can be downloaded via EBLWin.

Spare parts for 2010 board are normally delivered without S/W. Manual boot mode is required the first-
time software is downloaded to the board.

1531 Firmwar e Manager

To download a new software (firmware) version, a PC, EBLWin and EBL Firmware Manager are used.
The .bin file that shall be downloaded contains software for the main board 2010 and text file.

EBL Firmware Manager program is installed separately and is available in different versions, the procedure
below describes download with the latest EBL Firmware manager version 1.3.4 or newer.

The USB driver for EBLOne must be installed on your computer before using the EBL Firmware manager.
The driver can be downloaded from Brooks website.

1. Connect the PC to the USB connector in the FTOne (2010) and start EBLWin. Do not logon.
Check that the EBLWin key is plugged in.
Select Tools menu / Download softwareé to
Select the EBLOne / Display unit (5054) VO  63ab.
Click Browse and select the path and the software file name, for example eblone_360.bin

Select the COM port to be used on your PC. i Check in the control Panel / Device Manager /
Ports (COM & LPT).

7. Click Download to start the download. The progress bars will indicate for each step of the
download as shown below.

L i o

open
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'y EBL Firmware Manager 1.3.4 - m} X

001\Desktop e ne_final360\eblone_360"\eblone_360 bin

Product: EBLOne, Language: Unknown, Version: 3.6.0

EBL512G3 EBLOne / Display unit (5054), version >= 34 Display unit (5054) Display unit (5054) file system
Fimware download

USB device Boot mode (Manual

Inttialization

FLASH data download
COM port
COMS

FLASH data programming

Refresh Cancel |

The SW (system firmware) download procedure to be carried out as per the following five steps:

1.

4.

5.
Whenthe downloadisc o mp|l et ed, fADownl oad c¢ompl showndndshedisplays sf ul | yo

Set the CPU in boot mode

- Boot mode (Manual) unchecked: Automatic boot mode by command from EBL Firmware
Manager

- Boot mode (Manual) checked: Automatic boot mode shall normally be used but it requires a
running software in the unit. If that is not the case, then manual boot mode must be used, see
section 15.3.2

Download of the actual software to the CPU:s internal flash memory. This download is performed
using the CPU as a USB DFU device. During this time the display is black because the CPU
cannot communicate with the display when it is in boot mode.

The CPU is restarted, and the downloaded software starts up. The display turns on with a grey
background but since the data in the external flash memory is inconsistent with the software
nothing can be shown on the display.

Download of texts, images and other data to the external flash memory. This download is
performed using the normal COM-port.

Waiting for the external flash memory to finish its programming sequence.

unit will restart.

1532 Downl oad Firmware with Manual

If something unforeseen happens and the software cannot be download, with the procedures above, it is
possible to download the software by setting the unit in boot mode manually.

1.

2.
3.

Set the main board in boot mode, see section 15.3.2.1 fSet the Main Board in Boot Moded n e x t

page

Check the checkbox 6Boot mode (Manual)d and

Select the unit in the USB device drop down.
Click Download to start the download.

86

cl

Boot

ck

F



Operational Manual
FTOne Rev 1.1
For Firmware V3.6.x

EBL512G3 EBLOne / Display unit (5054), version >= 3.4  Display unit (5054) Display unit (5054) file system

Firmware download
LUSB device ’ 1 Boot mode (Manual)

EBLOne control panel ~

5. When the download of the internal memory is finished and the unit has started up the following
dialog is shown:

o Select COM-port and click OK to continue download.

8. Select the COM-port and click OK. The download will now continue. i Check in the control Panel
/ Device Manager / Ports (COM & LPT).

15.3.2.1 Set the Main Board in Boot Mode

The main board may need to be manually set in boot mode.

1. Shunt the jumper JP5, See arrow for location in Figure 44 below.
2. Make a restart by switching a power off / power on restart.
3. Remove BOOT Jumper.

FTOne Main Board (2010)
(Back View)

Figure 43: Manual Boot mode Jumper Location.
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154 Software Ver sions

Due to continual development and improvement, different S/W versions can be found.
The S/W versions are listed in Table 16 below

Table 16: EBL System Software/Firmware versions.

Software version for: Latest version Required version
FTOne 3.6.0 3.6.0
EBLWin 3.6.0 3.6.0
5088 Gateway 3.6.0 3.6.0

Note: The EBLWin version and the EBL system software and Gateway software version must be the
same, at least the first two digits, 3.6.x 1 3.6.x

15.5 Downl oad SSD

Note: The EBLWin USB key (5094) must be used to communicate with FTOne i.e. download the SSD and
software using EBLWi n O V3.6.x

The PC program EBLWin is used for creating the Site-Specific Data (SSD) and to download it into the
FTOne Control Unit and the gateway.

The SSD will be saved in a file named xxxxx.EBL (xxxxx is the project name).

The EBLWin key 5094 is a protection USB device that must be connected to your PC to enable you to
logon to the Control Unit, it has a unique number. The EBLWin key identification number will be registered
in the control panel event log with the date and time stamp for every SSD download performed in FTOne.

When the installation is ready, i.e. the unit connected and the power is turned on, the SSD download can
be performed.

1551 Version Contr ol f or SSD Downl oad

When the Download SSD window is opened in EBLWin, EBLWin checks that the SSD file originates from
the SSD in the control unit. The check is started automatically when the download SSD window is opened.
It is not possible to start SSD download until the check is completed (or timeout occurs).

If the check shows that the SSD doesn't match, the SSD in the control unit, there will be a dialog window,
asking if the download shall proceed anyway.

SSD Download procedures:

1. Connectthe PC to the USB port (type "C") in one of the Control Unit.
2. Start EBLWin and open the required project.
3. Log on to the Control Unit via the PC (EBLWin).

Note: An EBLWin key 5094 is required to log on to the control unit. This key is plugged in a USB-port in
your PC / Laptop. Make sure you have the EBLWin key HASP driver installed on your computer.

4. InEBLWiIn, goto Tools menu/Download SSDé Select Control Unit i Qtadstart the SSD
download.

5. Click Start to start the download. The progress bar will indicate for each control unit the
download progress as shown in Figure 45 below.

6. iControl wunit download count" / " Document
version control for SSD download above.

downl oad
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Download S5D X

Control unit Status Control unit download count  Document download count Abott
@ Controlunt 0 Downloading 2 0

B Download EBLWeb SSD

Requesting SSO versions.
Preparing Control unit 0 for download
Starting download to Control unit 0.

Figure 44 SSD download progress

The download will not be completed until the following box is shown:

F Ei N

Completed

——

7. Click fOK0

After the SSD download, the FTOne will restart. A number of faults may then be generated due to the loop
units being not connected yet. This will cause "heavy traffic" on the loop, which might affect and delay the
SSD download to the other units.

Disconnected at start up

In the COM loop properties dialog box, the "Disconnected at start up" check box can be selected. The
COM loop will then be disabled directly after the download restarts and therefore no faults will be generated.

Mame Loop O
I [[] Disconnected at startup l

Cable length | Summary of loop urits

Quiescent Max
Type ok consumption consumption
OPT 4401 1 0.3 13
AMD 4400 1 0.3 13
AHD 3308/3309/2841 1 0.3 23
3

Total 1.0 50

Note: A COM loop "Disconnected at start up" can be re-connected via maintenance menu but it will be
disconnected again after next SSD download. Finally, the SSD for that Control Unit must be downloaded
again with the option "Disconnected at start up" not selected.

For more details, refer to the planning instructionsinEBL Wi n fiHel po.
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16 SetwWpzard

When the control unit is started up for the first time after new firmware has been downloaded, the system
needs to be configurated.

Welcome to the wizard for set up

Do you want to make an automatic configuration of the system?

TS

Figure 45 Welcome wizard

Select 6Nobdé to download Site Speci fiyour ACaSeasecfioB SD) t hr o
15.5 Download SSD.

If an automatic configuration of the system is chosen, a wizard will guide the user through the configuration.
1. Logon.
2. Add users. Enter username, password, and access level for each user.

3. Press the next control > when all users are added.

EBLOne Setup Wizard

Enter user, password and access level. Press save.
You can add more users. Press next when ready.

a . U 1
1 1 }i_f - ser
7 8 9 Informationonly ~\~
<
C 0 Save
4 | | 4

Figure 46: Setup Wizard: Enter Username & Passwords.

4. Press 4 to run the auto address function. When the auto address function is done the keypad
appears.
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EBLOne Setup Wizard

Auto address is finished successfully!

Please select a zone for all -
applicable units.

1-15 (32)

/08 8.

Figure 47: Setup Wizard: Auto Address.

5. Set up a zone for each unit. Tap on the unit / units to select (selected unit / units will change to
turquoise).

6. Enter zone number for the selected unit/units, and press Enter. Units with a zone set has an
orange frame. When all units are set the next control . will appear.

7. A customized text can be added to the alarm point. Select a unit and enter the text for the alarm

point. Press . to save the changes or press . to leave the unit unchanged.

EBLOne Setup Wizard

Select unit for further editing.

40 characters - Customized text }

& a3 S

Figure 48: Setup Wizard: Customized Un i Té&xts

8. Press the next control . when all customized texts are added.
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9. Press . to create an SSD or press . if you want to go back and change a unit.

EBLOne Setup Wizard

Complete

Create Wizard SSD and
restart unit?

Figure 49: Setup Wizard: Complete & Restart.

During the firestarto, the touch screen will be off.

When the unit has restarted, a restart fault will be generated. The fault message will be shown on the event
tab page, and the buzzer will sound.
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17 Restart

A restart may delete the data in FTOne or may not delete it. Below follows an explanation of the different
data, abbreviations and a table showing how the data respectively is affected, hard or soft restart.

Definitions:

FF = Fire alarms and Faults

D = Disablements

FFD = Fire alarms, Faults and Disablements

SSW = Sensor min. / max. values & performance factor, passwords, supervised output calibration
values and events logs.

WASV = Week Average Sensor Values.

SSD = Site Specifier Data, i.e. all the installation programming created and downloaded via
EBLWin.

SIW = Software, the FTOne system program.

The date & time and alarm counter value is stored in memory of the real time clock, i.e. the value will be
retained also after the FTOne has been powered off.

Note: After any restart, a new week average sensor value will be calculated within two minutes, for all the
analogue smoke detectors. During these two minutes all fire alarms form analogue smoke detectors will
be supressed. Thereafter a new average sensor value will be calculated each week.

17.1 Safe Shut down

Safe shut down of the FTOne via menu ¥ > & > © , will save the SSW data in a Flash memory. In
FTOne. Before the first fiSafe shutdownd this memory is
is saved. (Safe shutdown will not save the week average sensor values)

1. Activate safe shutdown via menu T > &8 > @
2. Power off.

When FTOne is powered up, after a restart, the RAM will read the SSW data saved in the Flash memory.

17.2 Restart Tabl e

The description of different reset alternatives and how the data is affected are shown in Table 17 below
Table 17: FTOne Restart Codes

Restart Code | Action Data deleted Data not deleted

00 Manual power off / on (both mains and battery | SSW, FFD, SSD, S/W, SSW1
disconnected). Address is always zero. WASV

01 Watchdog restart FFD, WASV SSD, S/W, SSW
Address is always zero

03 Normal restart via Safe shutdown menu in the | FFD, WASV SSD, S/IW, SSW
FTOne or via reset command in EBLWin.
Address is always zero.

1 SSW previously saved with safe shutdown is not deleted.
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03 Automatically after downloaded of S/W via | FFD, WASV SSD, S/W, SSW
EBLWin.

(The old S/W will be deleted.)
13 Software monitoring restart, address points to | FFD, WASV SSD, S/W, SSW
the instruction that caused the fault
16 CPU low voltage restart FFD, WASV SSD, S/W, SSW
Address is always zero

17 Low level error handler called, address points | FFD, WASV SSD, S/W, SSW
to the instruction that called the error handler.

25 Automatically after correct downloaded of SSD | FFD, WASV SSD, S/W, SSW
via EBLWin.

Address is always zero.
30-47 Automatically due to some external | FFD, WASV SSD, S/W, SSW

disturbance. If this happens, call for service
personnel / engineer.

Depending on the restart reason, also the SSW
might be deleted.

Note: During the restart, the fault output (relayl) for th
outputs S1 will not be supervised and S1 programmed as normally high will be low for a few seconds.

173 During Restart

During the fArestarto, no fire alarm can be activated a

Note: When the FTOne is restarted for the first time, it will automatically show the Change language page.
Press a flag to set the language in the FTOne.

A fault will be generated. The following text message will be shown on the event tab page, and the buzzer
will sound:

Fault
A

FAULT:Restart code xx. A

addressyyyyyy Control unit O

07-09-202413:19 A
v

1-3 (20)

A4

Figure 50: Restart Fault Code Display.
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Regarding code xx and address yyyyyy, refer to Table 17: FTOne Restart Codes. This fault it also indicated

by the LED AiFaul t o.

After the fault is acknowledged (via menu LR .), the LED iFaulto will be
there are no other faults.

After any restart, required individual disablements must be done.

174 Fire Brigade Panel Di spl ay

The alarm page can be accessed when there is an alarm activated.

FIRE BRIGADE PANEL

é "\ (First alarm: 004-01 Alarm no 1 (of 1))
Fire alarm
Zone 004'01 MCP
Panel MCP
L FIRE ) \Latest alarm: 004-01 1Zone(s) in alarmj

FIRE SMOKE ASE
PROTECTION CONTROL ACTIVATED

ACTIVATED ACTIVATED
v G (© ) € o

Figure 51: FTOne Active Alarm Display.

For the operation of the FBP under fire alarm conditions see clause 3.4.3.

Controls:

SEVERAL ALARMS i The several alarm LED and the arrows on the control ISEVERAL ALARMSO  wi | |
turn red when there are two or more fire alarms in the system, and you can scroll amongst the fire alarms.
The first alarm will automatically be shown again after 20 seconds, if no control is pressed during that time.

SILENCE BUZZER'i Used to silence the buzzer in the FTOne when it is sounding.
SILENCE ALARM T Used to silence alarm devices i.e. Sounders, VADs or OWS (if fitted).
RESET 1 Used to reset: Fire alarms, co-incidence alarms.

ACKNOWLEDGE Visible only when there is an alert annunciation alarm activated. Used to acknowledge
the alert annunciation alarms.

DISABLE i When the control "DISABLE" is pressed whilst there is an active alarm in the FTOne, all
outputs configured for the device(s) or zone(s) in alarm, will be disabled
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175 Access Code

When the outer door is opened with the 003 key, an access code is required to gain access to the menu
system. Any password programmed for building officer or service personnel can be used.

In alarm condition with the door opened, the fire brigade personnel will gain access (without password) to
the controls within the red boarder to take control of fire incidents.

176 Event Tab Page

The Event tab page is visible when there are events to be shown in the system. The events that can be
shown here are:

LAA alarm

Evacuate information

Fault list

Disablement

Zones in fAiTest modebd

=

Interlocking input / output active
Technical warning

Service signal activated
Service mode activated
Sensitive fault detection

=4 =4 -4 4 —a -8 _—a _—a -1

Disablement
A & 'i" —
Zone: 500 Address: 23, re-enable at A

17:15 Userdefinable text
Disabled 07-09-202413:19:15

Zone: 500 Address: 23
Userdefinable text
Disabled 07-09-202413:19:15

>

<

Interlocking output area 001-point 35

Userdefinable text

Disabled 07-09-202413:19:15 ¥
1-3 (20)

o i

Figure 52: Events Tab Page Display.
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18 Me nsu

The following chapters describe the menus in the FTOne and the procedures to use them.

™ G
A ¢ i

Status Disable Test
Settings Installation Maintenance

Figure 53: Home Menu.

There are different access levels for different menus. See section 6.4 on User levels and what each user
level can and cannot access. The menus and controls are greyed out when disabled or inactive.

For general information on navigation in the menu system, see section 6.3 Navigation / General
Procedures.
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18.1 St atus

1. Logintothe FTOne.

2. Navigate to menu B . A sub menu list will be displayed.

0 Statu
) 2
A Fault & Activated interlocking
{I} Technical warning ) Control unit information
¥ Sensorvalues 8 Current consumption
& Service signals « Communication
& Eventlog
[
Figure 54: Status Menu.
The symbol is indicating one or more events in the underlying menu.
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18.1.1 Faul t

Refer to fault indications and messages in Chapter 12 page 65.

All faults and status / action are stored in the event log, up to 300 faults can be listed:

1 Not corrected (not serviced) and not acknowledged faults (no status information).
1 Not corrected (not serviced) but acknowledged faults (/Acknowledged)
9 Corrected (serviced) but not acknowledged faults (/Serviced)

1. Logintothe FTOne

2. Navigated to menu A

3. Press v or a to scroll in the list. The most recent fault is on top of the list.

v
4. To acknowledge a fault, press i or press "™ to acknowledge all. A serviced fault that is
acknowledge will disappear from this list.

Fault list
f kg
FAULT: No Communication technical number 001001 v A
User definable text
02-03-2021 09:09:15 A

FAULT: No Communication technical number 003002

User definable text
02-03-2021 09:09:15

FAULT: No Communication technical number 003002 v v
User definable text
02-03-2021 09:09:15 A 4
1-3 (20) R
[ .

Figure 55: Fault List Menu.

ﬁ .

5. To exit the menu press

If there are no events, the list will be empty.
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BROOKS)

181.2 Techni cal ﬁ"“’"ng

A technical warning is an event that is neither a fire alarm nor a fault.

It is information that programmed to display an event and is generated via a programmable input. The text
message, shown on the FTOne touch screen, if user programmable (up to 40 characters).

If one or more technical warnings are activated in the system, the symbol is shown in the Status menu

o> . The activated technical warnings are also shown on the event tab page when logged out if
programmed so in EBLWin.

1. Logintothe FTOne.
2. Navigate to menu o> m

3. Press A or - to scroll in the list.

Technical warning

ﬁ-«/‘- (>

Technical warning text message A
10-11-2023 09:09:15
YYVY YYYYYYYYYYY YYYYYYyyyyyy! 10-11-2023 19:09:35 A

Technical warning text message
10-11-2023 09:09:15

YYVY YYYYYYYYYYY YYYYYYYyyyyy! 10-11-2023 19:09:35

Technical warning text message v
10-11-2023 09:09:15
YYYY YYYYVYYYYYY YYYYyyyyyyyy! 10-11-2023 19:09:35 A 4

1-3 (20)

&

Figure 56: Technical Warning Menu.

4. Press Cb to reset all technical warnings.

If there are no technical warnings, the list will be empty.

5. To exit the menu press

The technical warnings are normally non-latching event but canbe setvi a EBLWi n t oabe Al at cl
programmable input is activated with a latched technical warning, the technical warning must be reset via
this menu.
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18.1.3 Sensor .ﬁ._ '.'VL-.S

Information on heat, smoke or multi detector sensor values.
1. Logintothe FTOne.

2. Navigate to menu >
<

3. Enter zone and address for a specific sensor or press to start as from sensor 000001. If

-

there are no sensors (analogue detectors) when

4. Press A/ or - to scroll in the list.

is pressed, the list view will not open.

Sensor value

A G

Detector: 012-34 (056) A
1 2 3 Text:
Detector type: Multi with CO
4 5 6 @ P _ A
Momentary: XX.X %/m  Weekly: XX.X %/m
7 8 9 Perform factor: XX.X %/m
o Min: XX.X %/m Max: XX.X %/m
C 0 Momentary: XX °C v
Min: XX °C Max: XX °C
e Momentary: X ppm Weekly: X ppm A 4
o Num. of months left: 00
- 01 I

Figure 57: Sensor Value Menu.

fh

5. To exit the menu press .

18.1.3.1 Explanation to the sensor values

Momentary: Momentary value in this menu will be updated after every detector polling, approx. every 7t
second.

Weekly in NORMAL mode: The very first week average sensor value for the 2840 is calculated within 2%2
minutes after SSD download & restart. During these 2% minutes can no fire alarm be activated and
AWeekly: 00.0% mo will be shown. Theerywddeekl yo value wi

Weekly in Advanced mode: For the 440x detectors in Adv
delivery. It will be updated the very first time after 13 minutes. It will thereafter be calculated every 13®

minute but will then only be changed downwards if required. After 18 hours it can be changed downwards

or upwards and after additional 18 hours (36 hours in all) it can be changed downwards or upwards and it

is also saved i n t he atdabue velde used éftsr th&EdetecRihds,been powerlesst h

The fAWeeklyd vl uketfeeart ot bei AdRAdvanced mode is also
Compensation Value (CCV).
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Performancefactor: The #fAper for mance

factor o

and AMin. /

which means the values shown are from the previous day. For more information on performance factor,

see the Planning instructions for the system.

Algorithm: Shows the algorithm that is currently in use.

Installdate: The date is set in the detector when itds
Table 18: NORMAL Mode Algorithm's.
Algorithm Abbreviations
Normal sensitivity (3%/m) & Normal detection (15 s) N-15
High sensitivity (2.4%/m) & Normal detection (15 s) Hi 15
Low sensitivity (3.6%/m) & Normal detection (15 s) Li 15
Normal sensitivity (3%/m) & Slow detection (35 s) NT 35
High sensitivity (2.4%/m) & Slow detection (35 s) HT 35
Low sensitivity (3.6%/m) & Slow detection (35 s) Li 35
Heat algorithm, Class A1 Al
Heat algorithm, Class A2 (S) A2 (S)
Heat algorithm, Class B (S) B (S)
Table 19: Advanced Mode Algorithm's.
Algorithm Abbreviations
Normal area Normal
Clean area Clean
Smoke i Steam area Smoke
Cooking 1 Welding area Welding
Heater area Heater
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1814 Service W@,

This is a list of the sensor(s) having activated service signal.
Regarding the service signal levels, see Planning Instructions in EBLWinhelp, secti on fiServi ce si

Regarding Lifetime limit service signal, see Planning instructions. The Planning Instructions can be found
int hdefpd tab of EBLW n PC Program.

Note: Service signal is only information that the sensor must be replaced with a new/clean sensor soon.

Some units are not available for the Australian market e.g. exit emergency light MX140, aspirating unit
AE2010G-P.

After replacement of a detector, the service signal must be acknowledged for that detector, see section
18.6.2 Acknowledge Service Signal

1. Loginto the FTOne.
2. Navigate to menu L P @

3. Press A or - to scroll in the list.

fr

4. To exit the menu press .

If there are no sensors activating, the service signal list will be empty.
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1815 Event WG

- - J

Three event logs (3 x 999 events) are available:

1 Alarm (alarm events, for example fire alarm, fire alarm reset, and so on)
1 Interlocking (interlocking events only)
1 Other (all other type of events)

The origin of the event, for example CUO0O (see below), can be shown in EBLWin, EBLWeb or Ext#
(External system no. # connected via Gateway).

1. Logintothe FTOne.

2. Navigate to menu >0
3. Select event log to show:

- % Alarm

- = Interlocking
- =2 Other

4. Press \/ or - to scroll in the list.

Event log - Alarm

| o — ) G

FIRE ALARM zone 001 address 33 A

13-02-2022 16:51:25 CUxx A

FIRE ALARM zone 001 address 34

13-02-2022 16:53:05 CUxx

FIRE ALARM zone 001 address 35 v

13-02-2022 16:53:15 CUxx A 4
1'3 (3) .

|

Figure 58: Event Log Menu.

ﬁ .

5. To exit the menu press

The most recent is on top of the list. If there are no events the list will be empty.
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1816 Act i viantear | ﬁ. %@g

This menu is read only.
1. Logintothe FTOne.

2. Navigate to menu -8

3. Press A or - to scroll in the list.

@ Activated interlocking combinations
f W =

Interlocking area 001 point 35 active A
User definable text...

Interlocking area 001 point 36 active
User definable text...

Interlocking area 001 point 37 active
User definable text...

1-3(20)

Figure 59: Activated Interlocking Menu.

f

4. Press to leave this menu.
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1817 FTOn@ort r o)l nuroirtm ™ L R©)

FW version: The S/W (software / firmware / system program) version downloaded to the Main board.
Serial Number;: The manufacturerds serial number (year YY, wee

Alarm counter; The al arm counter i s i rFEOnearsteadr swia hr didd fefvierre

conditiono (i.e. fire alar maﬂﬁeriroeath i i osATOmeérnhtedgraltpdd ttohuec h s
buzzer is sounding). Alarms from zones in test mode will not be counted. It starts on 000 and goes to 999.

It can be reset to 000 via EBLWi n (Control wunit menu i
also after the FTOne has been completely powerless.

1. Logintothe FTOne.
2. Navigate to menu > Q

Control unit information

| e (O) >

Fw version: XXX
Serial number: YYWWONNN
Alarm counter: 0

Figure 60: Control Unit Information Display.

fr

3. To exit the menu press .
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18.1.8 Current Conﬁ"‘l‘: on

1. Logintothe FTOne.

2. Navigate to menu >0

3. Use the controls to the left to show current consumption for Power supply, Battery, or Loop. The
information is automatically updated every 5 second.

Current consumption

a+® G

Voltage: XX.xx V
Power supply
Earth voltage: XX.xx V
Battery Current from PS: XX MA
Loop

Figure 61: Current Consumption Menu.

fr

4. To exit the menu press .

Power supply

Voltage: The 24V measured by the CPU on the main board. Corresponds to the output voltage at the
power supply outputs on connector J5.

Earth voltage: Measured from OV (connector J5) to earth.

Current consumption: The total current consumption (including the charging current at 24V) for the
control unit when it is connected to the mains (230Vac), i.e. this function is not working by battery backup.

Battery

Voltage battery 1: The battery voltage at connector J2:1-2

Voltage battery 2: The battery voltage at connector J2:4-3

Charge voltage: The charge voltage on the P.C.B.

Charging Current: The battery charging current for both the batteries.
Temperature: The temperature detected by the battery temperature sensor.

Resistance in battery circuit 1: During the battery capacity check the resistance in the battery circuit is

measured. Aresistance >500mq wi || result in a fAHigh resistance
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Resistance in battery circuit 2: During the battery capacity check the resistance in the battery circuit is
measured. A resistance > 500mgq will result in a AHIigh

Loop

Loop current: Current consumption (an average value) for the COM loop
Loop resistance: The total resistance of the loop measured by the control unit.

Note: very small current / voltages cannot be presented precisely since the accuracy is 2%.

18.1.9 Communi ¢ ﬁ '“"@

The statistics for communication can be used during commissioning, service, and so on.

Number of pollingsi s t he number of pollings [/ fguestionsod sent
connected on the COM loop.

Parity fault is the received number of parity faults and % (faults in relation to pollings).
Bit fault is the received number of parity faults and % (faults in relation to pollings).
Bit length fault is the received number of bit length faults and % bit length faults in relation to the pollings.

No answer is the received number of answer faults / no answers and % (faults in relation to pollings).

The number of Parity faults, Bit faults, Bit |l ength fa
A0O0 as possible. I f not, t her ewskbeiavestigatateCheclotm@OM i cat i on |
loop, connections and the loop units.
Al'l values are set t o -dorthéctioadt COMrloopvia Biscannett menn &.or after r
1. Logintothe FTOne.
-
2. Navigatetomenuﬁ > >

3. Use the drop-down to select between:
- COM loop
- SUB-loop
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Communication

i @ G

Sub loop 0 v
No of pollings: nhhnnnnn
Parity fault: nNNNNN XX.Xx %
Bit faults: nNNNNN Xx.xx %
Bit length faults: nnnNNn xx.xx %
No answer: nNNNNN XX.xx %

Figure 62: Communication Menu.

fh

4. To exit the menu press .

The information is automatically updated every 5" second.
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18.2 Di saﬁ

1. Logintothe FTOne.

2. Navigate to menu € A'submenu

Disable
‘ﬁ' (>
%) Zone (® Time channels
= Address S Interlocking
== Qutputs 8 Alert annunciation
< Output types c Routing equipment

Figure 63: Disable Menu.

LED fiDi sabl ement 0 “i isddicatingeonesoynmode didablements in the system.

A whole zone, one or more alarm points within a zone and/or control outputs can be disabled. This function
can be used as a temporary disablement (e.g. craftsmen working in the premises, etc.).

If the function Enhanced disablement is enabled (default), disabled alarm points cannot activate Pre-
warning, fire alarm and fault.

If this function is not enabled (via EBLWin), disabled alarm points cannot activate Pre-warning and fire
alarm, but fault can be generated.

An addressable manual call point can be disabled. When a whole zone is disabled, the addressable
manual call points will also be disabled.

All zones can be disabled.

Up to 200 alarm points (zones / address can be individually disabled. (Alarm points disabled via time
channels are not limited and must not be counted!).

Up to 200 outputs can be individually disabled via -disable menu.

Disabled output will stay in (or return to) the normal condition for the output respectively. (Collectively
disabled outputs are not limited and must not be counted!)

It is not possible to exceed the limits, A red cross indicating that the disablement was not performed will be
shown.

Dondt fresenaple dr usé automatic re-enablement for zones and alarm points.
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18.2.1 Di sa/bH'e.‘emabZIoen,ﬁ <.

When a whole zone is disabled, all alarm points within the zone will be disabled.
1. Logintothe FTOne.
e

2. Navigate to menu

3. Enter the zone number, » =4 one by one or i-4* in range.

4. I f A Aut ormeataibdeelmeyntroe shal l be used, enter time (hh
hours. Automatic re-enablement is indicated with the time.

5. Press ' to disable the zone. The zone will appear in the list.

Zone

f & G
i.. Zone Zone 500, re-enable at 17:15 A
Zone 500 O
- . Disabled 12-03-2024 08:06:25 A
Zone 480
\ Zone 480 O
Tone Disabled 12-03-2024 08:06:25
v
Zone 485
Zone 485 O
@ 00:00 Disabled 12-03-2024 08:06:25 A 4
1-3(20) .
i 2

Figure 64: Disable Zone Menu.

Press the control O to re-enable a zone or OC) to re-enable all zones. Re-enabled zone will disappear
from the list.
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1822 Disabl-enabRledr ¢ft &

All alarm points connected to the COM loop can be individually disabled.
1. Logintothe FTOne.

2. Navigate to menu L > > v
[ |

3. Enter the zone number «= 4 and address "W .

4. I f A Aut orataibd eelmeyntroe shal l be used, enter time (hh
hours. Automatic re-enablement is indicated with the time.
5 I f the smoke part of the multidetector shall be di

6. Press ¥ to disable the zone address. The zone address will appear in the list.

Zone Address
ft © G
i Zone Zone: 500 Address: 23, re-enable at 11:20 A
User definable text... O
- Address Disabled 03-10-2024 11:06:25 A
Zone: 500 Address: 24
Smoke only  User definable text... O
Disabled 03-10-2024 11:06:25
Zone: 500 Address: 25 v
User definable text... O
@ 00:00 Disabled 03-10-2024 11:06:25
1-3 (20) .
| 0

Figure 65: Disable Zone Address Menu.

Press the control O to re-enable a zone address or Cb to re-enable all zone addresses. Re-enabled
zone address will disappear from the list.
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1823 Di sabl-enabdue p W&

The programmable output S1 in the FTOne and outputs in units connected to the COM loop (except
out puts of type AAl arm deviced) can be individually di

I f you try to disabl e airwillbedur¢afediasitdods notexisgte A Al arm deviceo

Disabled output: Even if its control expression (trigger condition) is fuffilled (true), the output will not be
activated.

Note: S1 is also used to activate the alarm relay in the FTOne termination board SUB1048.

1. Logintothe FTOne.

2. Navigate to menu fi>8>%

3. Press o to disable control unit output S1 (Disablement of output S1 will also disable relay
1/1 and relay 1/2 outputs at SUB1048 termination board.)

4. Enter the technical address and output number address and press * to disable the loop unit
output. The disabled output will directly be shown in the list.

QOutputs
f s
CU output:
Output x technical address xxx A
S1 User definable text... O
Disabled 03-10-2024 11:06:25 A
Loop unit Output x technical address xxx
output: User definable text... o
Disabled 03-10-2024 11:06:25
@ Techad Output x technical address xxx v

G

User definable text...
== Output Disabled 03-10-2024 11:06:25

1-3(20)

i e
Figure 66: Disable Outputs Menu.

Press the control O to re-enable an output or OO to re-enable all outputs. Re-enabled output will
disappear from the list.
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18.24 Di sabl-en A bCRuet putsﬁ,,,i',

Outputs of the same type can be collectively disabled in the control unit.

Disabled output will stay in (or return to) the normal condition for the output respectively.

1. Logintothe FTOne.

2. Navigate to menu -5
3. The different output types are listed:
- Control outputs
- Ventilation outputs
- Extinguishing outputs
- Interlocking outputs
- Alarm devices
4. Use the switches to toggle between:
- Enabled
- Disabled

Output types

o
ﬁ C. Enabled Disabled D

Control CZ]
Ventilation @
Extinguishing [:.
Interlocking outputs [:D
Alarm device C.

Figure 67: Disable Output Types Menu.

f

5. To exit the menu press .
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1825 Di sabl ements by ﬁi‘hannel

This is a static list of all disablement by time channels in the system. The list has up to three items per

page. Indicated by LED ADi sabl ement 0.
1. Logintothe FTOne.
Navigate to menu f>e> @

3. Press A/ or - to scroll in the list.

fr

4. To exit the menu press .

2.

Note: All other disablements are shown on the event tab page when logged out.
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1826 Di sabl®Reablne er|l ocki ﬁui@put

Interlocking outputs (Type = Interlocking) can be individually disabled via this menu (or collectively via the
Outputtypesmenuﬁ>€: >'<:) . The Alnterlocking Combinationo (Are
disable the output. Up to 100 interlocking outputs can be disabled in the whole system. The LED

ADi sablemento is also indicating one or more disabl ed
1. Logintothe FTOne.

2. Navigating to menu fr>e> .
3. Enter the area number and address.

4. Press ! * to disable the output. The output will appear in the list.

Interlocking output

ﬁC@ (>

2y Area Interlocking outputarea 001 point 15 A
User definable text... O
Q Point Disabled 03-11-2024 13:16:43 A
Interlocking output area 001 point 16
User definable text... O
Disabled 03-11-2024 13:16:43
v

Interlocking output area 001 point 17
User definable text...
Disabled 03-11-2024 13:16:43

1-3 (20)

O
)

i S0

Figure 68: Disable Interlocking Output Menu.

Re-Enable

5. Press the control O to re-enable an output or 0‘3 to re-enable all outputs. Re-enabled
output will disappear from the list.

fr

6. To exitthe menu press .
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1827 Di sabl-enaAbARert AnnLﬁE'on

For alarm points / zones programmed for Alert Annunciation (via EBLWin),), the AA function is normally
enabled via a time channel, for example enabled daytime (during working hours) and disabled night time.
As an alternative, the AA function can be continuously enabled (always on).

Via this menu, it is possible to disable the AA function, i.e. the AA function will be turned off for the alarm
points / zones programmed for Alert Annunciation despite t he ti me channel i

programmed to be continuously enabled. The AA function will be turned off until re-enabled via this menu.
1. Loginto FTOne.
2. Navigate to menu >0
3. Bydefault,n Al ert annunciationdo is selected. Use
- Enabled
- Disabled

S
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1828 Di sabl-enaAbReuti ng Eqﬁ_ 'E'@Jt

Outputs for routing equipment (fire brigade tx and fault tx) can be disabled and re-enabled via this menu.
Can be useful during commissioning and test period, when only local alarms are required.

Note: Disable or re-enable routing equipment (ASE) must not be used during normal operation of
monitored FTOne. The routing equipment can only be disabled via the ASE.

Disabled output will stay disabled until re-enabled again via this menu.

Disabled output for routing equipment is indicated by LEDs ADi sabl ervd@rFtia earbd i gade

1. Logintothe FTOne.

2. Navigate to menu L P .
3. The different routing equipment are listed.
- Fire
- Fault
4. Use the switches to toggle between:
- Enabled
- Disabled

Routing equipment

ﬁ C' @ Enabled Disabled C‘

Fire CZ}
r
Fault L .

Figure 69: Disable Routing Equipment Menu.

fr

5. To exit the menu press .
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183 Te e NUM®

1. Logintothe FTOne.

2. Navigate to menu L . A sub menu list will be displayed.

ﬁ, @ Test G’

& Monthly test
£ Zonetest

) Testalarm devices

Figure 70: Test Menu.
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1831 Perform Mon_ﬁ._.'i’, est

The FTOne and associated equipment in the building must be tested on a regular basis. Refer to the
Australian maintenance standard AS1851 for details regarding monthly, quarterly and annual test. In test
mode, only the alarm points are set to test mode, and no outputs (sounders or OWS) will be activated

during the test. (Alarm devices can be tested via Test alarm devices menu f > i’ > @ )

If a real fire alarm is activated, for example by an alarm point not in test mode, the normal fire alarm
functions will be activated, which means fire alarm presentation, outputs (sounders or OWS) activated,
routing equipment (fire brigade tx) activated, and so on. See section 3.4.7 Information Priority Order page
23.

Monthly test
A >
Set zones in test mode

1 2 3 — 123

Test LEDs CD

Test of routing equipment >

Zone Zone Z0ne Oo

Figure 71: Monthly Test Menu.

1. Logintothe FTOne.

2. Navigate to menu @ >E

Set Zones in test mode
3. Uptofour zones can be set in test mode. Use the numpad to enter the zone numbers and press

<~ to start the test.

4. Press OC’ to end the test for all zones.

The zone(s) will stay in test mode until the test mode is ended. The test mode is ended in this menu or
automatically one hour after the latest test alarm. This is valid for each zone respectively.

You will be automatically logged out 15 minut es aft er t he | at phlutthedoaesiwillon o (i n
stay in test mode until the test mode is ended.

Test LEDS

5. Use the Test LEDs switch to test the LEDs in the icon display area. The buzzer will also be turned
on during this test.
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In the Australian convention, the routing equipment must be tested separately via the ASE.

Perform the test as quickly as possible, since the outputs for routing equipment are disabled during the test
mode. Also, the parts of the zones in test mode, not visible for the test personnel, are disabled.

Toshorten the testing time, any time delay for
alarm will be detected faster than normally.

In the tested alarm point, the LED will light up approximately 10 seconds and then the alarm point will be
automatically reset. There will be a test mode alarm indication on the FTOne touch screen. A detector in
test mode is not able to generate a fault.

Note: If an alarm point, for example a manual call point, is in an alarm state when the test mode is ended,
a fire alarm will be activated.

When t hkeodirFialeosi ngo function is used, the fire

D

door are set in test mode.

t
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1832 Perf orm Z(ﬁ,'i’,st

Normally, zones are tested during the monthly test or as required by AS1851. Via this menu it is also
possible to perform the zone test. Up to 100 zones can be set in test mode, only the alarm points are test.

No outputs (sounders or OWS) will be activated during the test. (Alarm devices can be tested via menu

@ > , and any output via Activate output menu > & > 8 o via EBLWIn when you
are logged on.)

If a real fire alarm is activated by an alarm point not in test mode, the normal fire alarm functions will be
activated, which means fire alarm presentation, outputs activated, routing equipment activated, and so on.
See section 3.4.7 Information Priority Order.

1. Loginto the FTOne.

2. Navigate to menu f> >0
e s

3. Enter the zone number w=4 one by one or :.i" in range and press *' to start the test. The
zone will appear in the list.

Zone test
i G
il Zone Zone 003 in test mode : A
:':: Zone A
n Zone 004 in test mode
Zone

. v

Zone 005 in test mode :
h A

1-3(10) .
| 2
Figure 72: Zone Test Menu.
One or more zones in test mode are indicated by the LED ATest moded. The green poll

440x | 440xI detectors will be turned off in test mode.

4. Press the control O to terminate the test mode of a zone or O‘-" to terminate test mode of all
zones. Zones with ended test mode will disappear from the list. The test mode must be ended
for all zones.

During the Test

Perform the test as quickly as possible, since the output(s) for ASE (fire brigade tx) are disabled (also the
parts of the zones in test mode, not visible for test personnel are disabled). To shorten the testing time, any
ti me delay for the detectors / zones in test mode wil!/

normally.
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In the tested alarm point, the LED will light up for approximately 10 seconds and then the alarm point will
be automatically reset. There will be a test mode alarm indication in the FTOne touch screen.

A detector in test mode is not able to generate a fault.

Note: When the fAFire door c¢closingd6 function is usled, the
controlling the door are tested in test mode.

After the Test
The zones(s) will stay in test mode until the test mode is ended. The test mode is ended in zone test menu

" or automatically one hour after the latest test alarm. This is valid for each zone respectively.

You will be automatically |l ogged out 1pRbutthemonefsps after
will stay in test mode until the test mode is ended, see above.

Note: If an alarm point (for example a manual call point) is in alarm state when the test mode is ended,
there will be a fire alarm activated.
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18.3.3 Test of Al arm Devi ces

Al | programmabl e outputs ideuwiheeda onrt rfoAl aammtde wifc & yfper
be collectively activated to test the alarm devices. This procedure includes addressable sounder base 4479
/3379, wireless detector 4611 and all alarm devices 4480, 4481, 4482, 4487.

The test cannot be started if a fire alarm is already activated in the system.

When the test starts, the alarm devices will sound continuously (steady) for approximately 5 seconds, be

silent for approximately 25 seconds, sound for approximately 5 seconds and so on. For the alarm devices

4479, 3379, 4611, 4480, 4482, and 4487, the tone with
will be automatically selected.

The test will continue for one hour if not stopped via this menu or if a fire alarm is activated in the system.

After one hour, when the test mode is ended, a message is shown in the Event log

Note: If wireless photoelectric smoke detector 4611 is tested for more than 45 minutes, the batteries in the
detector must be replaced. When replacing the batteries, remove both batteries for 2 seconds to force a
restart of the detector. (The battery fault is latched so a restart is necessary to clear the fault.)

1. Logintothe FTOne.

2. Navigate to menu > >0
3. Use the switch to toggle between:

- Starttest

- Endtest

Figure 73: Test Alarm Devices Menu.

fr

4. To exit the menu press .
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