
FA HEAD SERIES    
Fire Alarm Devices   Check here for 

more information 

Indicators and Controls

Note: Wiring must be installed by licensed electrician in compliance with AS3000.
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Ei3016 Optical Alarm

Install the head sliding into the base
Once the FA000 Base has been installed, and wired up into the system, slide the alarm

onto the base until you hear a click.

How to remove the head from the base

Locate the arrow on the front face of the Alarm.
The slot is located directly above.

With the screwdriver still inserted, push the lower half of the
Alarm away from the screwdriver, it the direction of the

arrows on the cover.
Hold the lower half of the Alarm and remove from the

mounting plate by lowering the Alarm towards the floor.

Insert a flat-bladed screwdriver horizontally about 10mm into the
centre of the removal slot.

Locate removal slot Insert screwdriver

Remove Alarm

Ensure the FA000 Base is securely mounted to a stable,
non-conductive surface to prevent vibration or electrical
contact issues.

Disconnect all power before connecting or
removing any wiring from the FA000 Base.

�

For full system documentation and operational manual
check here for more information

Brooks Australia Pty Ltd | 4 Pike Street Rydalmere NSW 2116 Australia | 1300 78 FIRE

E&OE As our policy is one of continuous product development, we reserve the right to alter product details without prior notice.

MK-PSDSB-FA HEAD-20251031October - 2025


